
LIGHTING

WORK LAMPS	 32-37 

SAFETY LAMPS 	 38 

BEACONS  |  LENSES	 39-45

LIGHT BARS	 46-52

WORK LIGHT BARS	 53

WARNING LIGHTS	 54-57

NUMBER PLATE LAMPS	 58 
MARKER LAMPS  |  REFLECTORS	 59-65

REAR LAMPS	 66-72

INTERIOR LIGHTS	 73-78

DASHBOARD WARNING INDICATOR LIGHTS	 79

FLEXIBLE LED STRIPS  |  HANDLAMPS	 80

NEBO	 80-83



01202 870860  |  info@guardianauto.co.uk  |  guardianauto.co.uk 32

ADR APPROVED LED WORK LAMP
WL83
•	9 - 32 volt
•	 9 x 3 watt SMD LEDs
•	 Lumens 2200  R  |  1395  E
•	 Single bolt fixing  |  Rated IP67
•	 Flood beam pattern
•	 ADR, EMC, CE Approved
•	 H.135 mm W.108 mm D. 44 mm

2200
LUMENS

CABLE
CONNECTION

•	10 - 30 volt
•	 Single Bolt Fixing
•	 Rated IP67 
•	 EMC, CE Approved
•	 H.133 mm W.107 mm D.35 mm

•	 9 x 2 watt SMD LEDs 
•	 Lumens 1300  R  |  1000  E

•	 9 x 3 watt SMD LEDs 
•	 Lumens 2500  R  |  1800  E

IP67 RATED
WATER RESISTANT

LIGHTING
WORK LAMPS

LED WORK LAMP

•	10 - 30 volt
•	 3 x 1 watt SMD LEDs
•	 Lumens 750  R  |  500  E
•	 Single Bolt Fixing
•	 EMC, CE Approved
•	 H.98 mm W.72 mm D.48 mm

750
LUMENS

IP68 RATED
WATER RESISTANT

IP68 RATED
WATER RESISTANT

LED WORK LAMP

LED WORK LAMP

WL50HP

WL50

•	10 - 30 volt
•	 9 x 3 watt LEDs
•	 Lumens 2800  R  |  1700  E
•	 Single Bolt Fixing
•	 CE Approved
•	 H.135 mm W.106 mm D.55 mm

•	10 - 30 volt
•	 5 x 3 watt LEDs
•	 Lumens 1500  R  |  800  E
•	 Single Bolt Fixing
•	 CE Approved
•	 H.135 mm W.110 mm D.40 mm

2800
LUMENS

1500
LUMENS

LED WORK LAMPS

WL50E

WL50HPE

LED WORK LAMPS

WL88

•	10 - 30 volt
•	 16 x OSRAM LEDs 
•	 Lumens 5200  R  |  4000  E
•	 Single Bolt Fixing
•	 Rated IP69K 
•	 ECE R10, EMC, CE Approved
•	 H.110 mm W.100 mm D.45 mm

5200
LUMENS

LED WORK LAMP
WL90
•	10 - 30 volt
•	 9 x OSRAM LEDs 
•	 Lumens 1500  R  |  1100  E
•	 Single Bolt Fixing
•	 Rated IP69K 
•	 ECE R10, EMC, CE Approved
•	 H.130 mm W.100 mm D.35 mm

1500
LUMENS

•	9 - 32 volt
•	 16 x 3 watt SMD LEDs
•	 Single bolt fixing  |  Rated IP67
•	 Flood beam pattern
•	 ADR, EMC, CE Approved
•	 H.136 mm W. 110 mm D.65 mm

ADR APPROVED LED WORK LAMPS

WL84

WL85D

WL89

•	 Cable Connection

•	 Deutsch Connection

•	 Integral On/Off Switch

4320
LUMENS

WL73

LUMENS 
KEY Raw Effective

Lumens 4320  R  |  3071  E

Lumens 4320  R  |  2378  E
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10-80 
Volt

360º SWIVEL MOUNTING 
LED WORK LAMP

10-80V LED WORK LAMP

WL82

WL87

•	9 - 32 volt
•	 9 x 10 watt OSRAM LEDs
•	 Lumens 9000  R  |  6000  E
•	 Single bolt fixing with 360° 
	 swivel mounting bracket
•	 Rated IP68
•	 ECE R10, EMC, CE Approved
•	 Flood beam
•	 H.157 mm W.125 mm D.90 mm

•	10 - 80 volt
•	 16 x 3 watt SMD LEDs
•	 Lumens 1746  E
•	 Single bolt surface mount fixing
•	 Rated IP67
•	 ECE R10, EMC, CE Approved
•	 Spot beam pattern
•	 H.136 mm W.108 mm D.65 mm

9000
LUMENS

LED WORK LAMP WITH AMBER 
WARNING LIGHT
WL86
•	10 - 30 volt
•	 4 x 10 watt and 6 x 5 watt 
	 OSRAM SMD LEDs
•	 Lumens 8400  R  |  2138  E
•	 Single bolt fixing
•	 Rated IP67
•	 ECE R65, R23, R10, EMC, CE Approved
•	 Flood beam and Amber flash pattern 
•	 H.88 mm W.97 mm D.75 mm

8400
LUMENS

1746
LUMENS

LIGHTING
WORK LAMPS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL51
•	10 - 30 volt
•	 12 x 1 watt LEDs
•	 Lumens  R 900  |  580  E
•	 Single Bolt Fixing
•	 E Approved
•	 H.112 mm W.114 mm D.45 mm

900
LUMENS

LED COMPACT WORK LAMP
WL55
•	12 - 36 volt
•	 3 x 3 watt LEDs
•	 Lumens 720  R  |  460  E
•	 Single Bolt Fixing
•	 ECE R10 Approved
•	 H.101 mm W.70 mm D.40 mm

720
LUMENS

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL53
•	10 - 30 volt
•	 4 x 10 watt CREE LEDs
•	 Lumens 4000  R  |  1559  E
•	 Single Bolt Fixing
•	 CE Approved
•	 H.126 mm W.120 mm D.68 mm

4000
LUMENS

IP68 RATED
WATER RESISTANT

LED SWITCHED WORK LAMP 
WITH HANDLE
WL54
•	12 - 24 volt
•	 6 x 4 watt LEDs
•	 Lumens 1500
•	 2 Bolt Fixing Twist & Tilt Fixing Bracket
•	 EMC, CE Approved
•	 H.205 mm W.110 mm D.70 mm

1500
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL70
•	9 - 32 volt
•	 12 x 3 watt SMD LEDs
•	 Lumens 2210  R  |  1700  E
•	 Single Bolt Fixing
•	 EMC, CE Approved
•	 H.85 mm W.95 mm D.80 mm

2210
LUMENS
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LED WORK LAMP
WL94
•	9 - 32 volt
•	 30 x OSRAM LEDs
•	 Lumens 3000  R  |  2700  E
•	 Single Bolt Fixing
•	 Flood Beam
•	 EMC, CISPR 25 CLASS 4, CE Approved
•	 H.136 mm W.111 mm D.35 mm

3000
LUMENS

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL76
•	10 - 30 volt
•	 9 x 3 watt SMD LEDs 
•	 Lumens 2300  R  |  2100  E
•	 Single Bolt Fixing
•	 Rated IP67 
•	 EMC, CE Approved
•	 H.132 mm W.105 mm D.63 mm

2300
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL77
•	10 - 30 volt
•	 16 x 3 watt SMD LEDs
•	 Lumens 4800  R  |  4300  E
•	 Single Bolt Fixing
•	 EMC, CE Approved
•	 H.137 mm W.110 mm D.70 mm

4800
LUMENS

IP67 RATED
WATER RESISTANT

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL46
•	10 - 30 volt
•	 9 x 3 watt LEDs
•	 Lumens 1700  R  |  1115  E
•	 2 Bolt Fixing
•	 Rated IP68  |  CE Approved
•	 H.127 mm W.110 mm D.70 mm

1700
LUMENS

IP68 RATED
WATER RESISTANT

LED MAGNETIC WORK LAMP
WL46M
•	10 - 30 volt
•	 9 x 3 watt LEDs
•	 Lumens 2700  R  |  1185  E
•	 Magnetic with Coiled Power Lead
•	 Rated IP68  |  CE Approved
•	 H.150 mm W.110 mm D.70 mm

2700
LUMENS

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL27LED
•	12 - 24 volt
•	 6 x 4 watt LEDs
•	 Lumens 1500
•	 2 Bolt Fixing Twist & Tilt 
	 Fixing Bracket
•	 EMC, CE Approved
•	 H.157 mm W.100 mm D.75 mm

1500
LUMENS

LIGHTING
WORK LAMPS

LED DUAL MOUNT WORK LAMP
WL101
•	10 - 30 volt
•	 15 x 3 watt EPISTAR LEDs
•	 Lumens 6300  R  |  4500  E
•	 Rated IP67  |  Flood beam
•	 Vertical/horizontal mounting
•	 ECE R10, E Approved
•	 H.118 mm W.150 mm D.45 mm

DUAL
MOUNT

1 BOLT
FIXING

WORK LAMP
WL27SB
•	12 or 24 volt
•	 Bulb Options	 12v H3 453 
		  24v H3 460
•	 Single Bolt Fixing
•	 Rigid Plastic Body
•	 Glass Lens
•	 H.135 mm W.100 mm D.90 mm

12 or 24
VOLT

1 BOLT
FIXING
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LIGHTING
WORK LAMPS

4 LIGHT FUNCTIONSIP65 RATED
WATER RESISTANT

LED RECHARGEABLE 
MAGNETIC WORK LAMP
WL80M

255
LUMENS

•	12 volt
•	 9 x 2 watt SMD LEDs (white & amber)

•	 Magnetic Fixing
•	 2 x 18650 Lithium Batteries (replaceable)

•	 ECE R10, EMC Approved
•	 H.200 mm W. 105 mm D.100 mm

•	 Flood Beam
•	 Lumens 7000  R  |  5950  E

•	 Spot Beam
•	 Lumens 12000  R  |  10200  E

WL67 WL68

REDTRONIC LED NIGHT ANGEL WORK LAMPS
•	10 - 30 volt
•	 18 CREE LEDs
•	 Single Bolt Fixing
•	 EMC Approved
•	 Rated IP66
•	 Adjustable Tilt & Turn Feature 
•	 H.140 mm W.200 mm D.46 mm

MANUFACTURED
IN THE UK

IP67 RATED
WATER RESISTANT

LED FLUSH FITTING WORK LIGHT
WL72
•	9 - 32 volt
•	 6 x 3 watt SMD LEDs
•	 Lumens 1430  R  |  1100  E
•	 2 Bolt Fixing
•	 Rated IP67
•	 EMC, CE Approved
•	 H.44 mm W.188 mm D.32 mm

1430
LUMENS

7000
LUMENS

12000
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL71
•	9 - 32 volt
•	 2 x 15 watt COB LEDs
•	 Lumens 1950  R  |  1500  E
•	 Single Bolt Fixing
•	 Rated IP67  |  CE Approved
•	 H.113 mm W.140 mm D.78 mm

1950
LUMENS

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL64
•	10 - 30 volt
•	 80 watt COB LED
•	 Lumens 4800  R  |  2400  E
•	 Single Bolt Fixing
•	 Rated IP68  |  CE Approved
•	 H.130 mm W.186 mm D.63 mm

4800
LUMENS

IP67 RATED
WATER RESISTANT

LED COMPACT WORK LAMP
WL59
•	10 - 30 volt
•	 2 x 10 watt CREE LEDs
•	 Lumens 1800  R  |  1350  E
•	 Single Bolt Fixing
•	 Rated IP67  |  CE Approved
•	 H.80 mm W.98 mm D.75 mm

1800
LUMENS

IP67 RATED
WATER RESISTANT

LED MAGNETIC WORK LAMP
WL100M

2900
LUMENS

•	10 - 30 volt
•	 14 x 3 watt COB LEDs
•	 Lumens  2900  R  |  2600  E
•	 Magnetic Suction Fixing
•	 Coiled Power Lead  |  Flood Beam
•	 ECE R10, CE, E, CISPR 25, RoHS Approved
•	 H.190 mm W. 125 mm D.55 mm
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LIGHTING
WORK LAMPS

10-80 
Volt

IP67 RATED
WATER RESISTANT

10-80V LED WORK LAMP
WL43S
•	10 - 80 volt
•	 6 x 3 watt LEDs
•	 Lumens 1800  R  |  1300  E
•	 Single Bolt Fixing
•	 Rated IP67  |  E Approved
•	 H.141 mm W.117 mm D.71 mm

1800
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL52HPE
•	10 - 30 volt
•	 9 x 3 watt SMD LEDs 
•	 Lumens 2500  R  |  1800  E
•	 Single Bolt Fixing
•	 Rated IP67  |  EMC, CE Approved
•	 H.128mm W.115 mm D.40 mm

2500
LUMENS

LED WORK LAMP
WL91
•	10 - 30 volt
•	 9 x OSRAM LEDs 
•	 Lumens 1500  R  |  1100  E
•	 Single Bolt Fixing
•	 Rated IP69K 
•	 ECE R10, EMC, CE Approved
•	 H.130 mm W.100 mm D.35 mm

1500
LUMENS

LED WORK LAMP
WL95
•	9 - 32 volt
•	 24 x OSRAM LEDs
•	 Lumens 2400  R  |  2160  E
•	 Single Bolt Fixing
•	 Flood Beam
•	 EMC, CISPR 25 CLASS 4, CE Approved
•	 H.133 mm W.114 mm D.39 mm

2400
LUMENS

IP68 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL52HP
•	10 - 30 volt
•	 9 x 3 watt SMD LEDs 
•	 Lumens 2400  R  |  1800  E
•	 Single Bolt Fixing
•	 Rated IP67  |  EMC, CE Approved
•	 H.128 mm W.115 mm D.51 mm

2400
LUMENS

•	10 - 30 volt
•	 Single Bolt Fixing
•	 Rated IP67  |  CE Approved
•	 H.128 mm W.115 mm D.40 mm

•	 9 x 3 watt LEDs
•	 Lumens 1800  R  |  1500  E

•	 9 x 2 watt LEDs
•	 Lumens 1300  R  |  1000  E

IP67 RATED
WATER RESISTANT

LED WORK LAMPS

WL52

WL52E

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL44
•	10 - 30 volt
•	 9 x 3 watt LEDs
•	 Lumens 1700  R  |  1314  E
•	 2 Bolt Fixing
•	 Rated IP68
•	 CE Approved
•	 H.135 mm W.120 mm D.68 mm

1700
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL74
•	10 - 30 volt
•	 8 x 3 watt SMD LEDs
•	 Lumens 2400  R  |  2200  E
•	 Single Bolt Fixing
•	 Rated IP67
•	 EMC, CE Approved
•	 H.110 mm W.140 mm D.70 mm

2400
LUMENS
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LIGHTING
WORK LAMPS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL66
•	10 - 30 volt
•	 9 x 3 watt SMD LEDs
•	 Lumens 702
•	 Flexible Spigot Fixing
•	 Rated IP67  |  CE Approved
•	 H.252 mm W.115 mm D.60 mm

702
LUMENS

IP68 RATED
WATER RESISTANT

LED WORK LAMP
WL63
•	10 - 30 volt
•	 50 watt COB LED 
•	 Lumens 3000  R  |  1500  E
•	 Single Bolt Fixing
•	 Rated IP68  |  CE Approved
•	 H.140 mm W.113 mm D.61 mm

3000
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LAMP
WL75
•	10 - 30 volt
•	 9 x 3 watt SMD LEDs 
•	 Lumens 2300  R  |  2100  E
•	 Single Bolt Fixing
•	 Rated IP67
•	 EMC, CE Approved
•	 H.135 mm W.110 mm D.65 mm

2300
LUMENS

IP68 RATED
WATER RESISTANT

LED COMPACT WORK LAMP (FLOOD)

WL96
•	9 - 32 volt
•	 1 x 10 watt CREE LED
•	 Lumens 1000  R  |  800  E
•	 Single Bolt with 360° swivel mount
•	 Rated IP68  |  Flood Beam
•	 EMC, CISPR 25 CLASS 4, CE Approved
•	 H.84 mm W.53 mm D.50 mm

1000
LUMENS

IP68 RATED
WATER RESISTANT

LED COMPACT WORK LAMP (SPOT)

WL97
•	9 - 32 volt
•	 1 x 10 watt CREE LED
•	 Lumens 1000  R  |  800  E
•	 Single Bolt with 360° swivel mount
•	 Rated IP68  |  Spot Beam
•	 EMC, CISPR 25 CLASS 4, CE Approved
•	 H.84 mm W.53 mm D.50 mm

1000
LUMENS

IP68 RATED
WATER RESISTANT

LED COMPACT WORK LAMP (FLOOD)

WL98
•	9 - 32 volt
•	 1 x 10 watt CREE LED
•	 Lumens 1000  R  |  800  E
•	 Single Bolt with 360° swivel mount
•	 Rated IP68  |  Flood Beam
•	 EMC, CISPR 25 CLASS 4, CE Approved
•	 H.87 mm W.57 mm D.57 mm

1000
LUMENS

IP68 RATED
WATER RESISTANT

LED COMPACT WORK LAMP (SPOT)

WL99
•	9 - 32 volt
•	 1 x 10 watt CREE LED
•	 Lumens 1000  R  |  800  E
•	 Single Bolt with 360° swivel mount
•	 Rated IP68  |  Spot Beam
•	 EMC, CISPR 25 CLASS 4, CE Approved
•	 H.87 mm W.57 mm D.57 mm

1000
LUMENS

WORK LAMP WITH HANDLE
WL3
•	12 or 24 volt
•	 Bulb Options	 12v H3 453 
		  24v H3 460
•	 Rigid Plastic Body with Handle
•	 Polycarbonate Lens
•	 Integral On/Off Switch
•	 H.245 mm W.155 mm D.94 mm

12 or 24
VOLT

2 BOLT
FIXING
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BLUE SPOT PROJECTION

PROXIMITY LINE PROJECTION

BLUE ARROW PROJECTION

ARC PROJECTION

WL62 WL79
•	10 - 80 volt
•	 2 x 4 watt SMD CREE LEDs
•	 Single Bolt Fixing
•	 Rated IP67 
•	 ECE R10, EMC, CE, RoHS Approved
•	 H.115 mm W.142 mm D.80 mm

•	9 - 80 volt
•	 2 x 3 watt SMD LEDs
•	 Single Bolt Fixing
•	 Rated IP67
•	 ECE R10, EMC, CE Approved
•	 H.82 mm W.75 mm D.54 mm

•	9 - 80 volt
•	 1 x 3 watt SMD LED
•	 Single Bolt Fixing
•	 Rated IP67
•	 ECE R10, CISPR 25 CLASS 3, CE Approved
•	 H.75 mm W.65 mm D.41 mm

•	 Blue Line Projection •	 Blue Arc Projection

•	 Red Line Projection •	 Red Arc Projection

•	9 - 80 volt
•	 3 x 1 watt SMD LEDs
•	 Single Bolt Fixing
•	 Rated IP67
•	 ECE R10, CE Approved
•	 H.123 mm W. 90 mm D.80 mm

LED FORKLIFT SAFETY LAMPS

10-80 
Volt

9-80 
Volt

WL81 WL93

WL65 WL92

9-80 
Volt

9-80 
Volt

LIGHTING
SAFETY LAMPS  |  HEADLIGHTS  |  LAMPS

LED 7” SEALED BEAM HEADLIGHTS
SB1LED
•	9 - 36 volt
•	 8 x 10 watt CREE LEDs
•	 Lumens	 1590 High Beam 
		  1134 Low Beam
•	 Canbus Decoder Built in and H13 
	 Adaptor Provided
•	 Replaces standard 7” Sealed 
	 Beam / Light Units

IP67 RATED
WATER RESISTANT

SB2LED
•	 With Chrome Finish

300% Brighter than Halogen
E MARK

APPROVED

•	12 or 24 volt
•	 Bulb Option	 12v 382 
		  24v 241
•	 Single Bolt Fixing with Cable and 
	 a Two Way Socket
•	 Plastic Lens
•	 L.140 mm H.75 mm D.65 mm

REVERSING & FOG LAMPS

RSL1

RRL1

Rectangular Rear Fog Lamp

Rectangular Reversing Lamp
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LIGHTING
BEACONS

AMB75

AMB75G

AMBR95

AMB77

AMB77G

AMBR97

LED BEACONS - AMBER
•	12 - 24 volt
•	 60 SMD LEDs
•	 3 Flash Patterns

•	 Rated IP66
•	 CE, E Approved

•	 Rated IP66
•	 CE, E Approved

•	 Rated IP66
•	 CE, E Approved

CE & E MARK
APPROVED

3 BOLT
FIXING

3 BOLT
FIXING

3 BOLT
FIXING

SPIGOT
FIXING

SPIGOT
FIXING

SPIGOT
FIXING

•	 H.165 mm W.140 mm

•	 H.165 mm W.140 mm

•	 H.165 mm W.140 mm

•	 H.245 mm W.130 mm

•	 H.245 mm W.130 mm

•	 H.245 mm W.130 mm

1 BOLT
FIXING

1 BOLT
FIXING

1 BOLT
FIXING

MAGNETIC
FIXING

MAGNETIC
FIXING

MAGNETIC
FIXING

AMB74

AMB74G

AMBR94

AMB76

AMB76G

AMBR96

•	 H.160 mm W.130 mm

•	 H.160 mm W.130 mm

•	 H.160 mm W.130 mm

•	 H.175 mm W.130 mm

•	 H.175 mm W.130 mm

•	 H.175 mm W.130 mm

AMB77P SPIGOT
FIXING

•	 H.245 mm W.130 mm

MAGNETIC
FIXINGAMB76P

•	 H.175 mm W.130 mm

AMB75P 3 BOLT
FIXING

•	 H.165 mm W.140 mm

1 BOLT
FIXINGAMB74P

•	 H.160 mm W.130 mm

x3
FLASH PATTERNS

12-24 Volt
MULTI VOLTAGE

LED BEACONS - GREEN

LED BEACONS - PURPLE

•	12 - 24 volt
•	 60 SMD LEDs
•	 3 Flash Patterns

•	12 - 24 volt
•	 60 SMD LEDs
•	 3 Flash Patterns

CE & E MARK
APPROVED

x3
FLASH PATTERNS

12-24 Volt
MULTI VOLTAGE

12-24 Volt
MULTI VOLTAGE

CE & E MARK
APPROVED

Suitable for plant 
machinery in 
hazardous working 
environments

AMB70PL
Purple Lens Only

AMB70L
Amber Lens Only

AMB70GL
Green Lens Only

AMB70L
Amber Lens Only

x4
FLASH PATTERNS

R65 LED BEACONS - AMBER

12-24 Volt
MULTI VOLTAGE

•	 Rated IP67
•	 ECE R65, CISPR 25 Class 3, CE Approved

•	12 - 24 volt
•	 24 x 1 watt SMD LEDs
•	 4 Flash Patterns
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(Amber)

12-80 
Volt

12-80 
Volt

3 BOLT
FIXING

3 BOLT
FIXING

LED BEACONS - AMBER OR GREEN

LED BEACONS - AMBER
•	 Rated IP66
•	 ECE R10, EMC, CE, E Approved

•	12 - 24 volt
•	 60 x 0.3 watt SMD LEDs
•	 3 Flash Patterns

Lens Only

Lens Only

AMB86GL

AMB44GL

AMB86L

AMB44L

AMB86G

AMB86

x4
FLASH PATTERNS

LIGHTING
BEACONS

LED BEACONS - AMBER OR GREEN

12-24 Volt
MULTI VOLTAGE

x3
FLASH PATTERNS

12-24 Volt
MULTI VOLTAGE

IP67 RATED
WATER RESISTANT

x4
FLASH PATTERNS

AMB89 SPIGOT
FIXING

•	 H.209 mm W.127 mm

MAGNETIC
FIXINGAMB88

•	 H.138 mm W.127 mm

AMB87
3 BOLT
FIXING

•	 H.130 mm W.140 mm

1 BOLT
FIXING

1 BOLT
FIXING

•	 H.163 mm W.127 mm

•	 Rated IP67
•	 ECE R65 (Amber Only) 
	 ECE R10, EMC, CE, E Approved

•	12 - 24 volt
•	 12 x 1 watt High Power SMD LEDs
•	 4 Flash Patterns

•	 Rated IP67
•	 ECE R65 (Amber Only) 
	 ECE R10, CE, E Approved

•	12 - 80 volt
•	 36 x 1 watt LEDs
•	 4 Flash Patterns with Memory Function

AMB931G

AMB931 AMB932

AMB936
SPIGOT
FIXING

•	 H.210 mm W.111 mm

MAGNETIC
FIXINGAMB932G

•	 H.155 mm W.145 mm

AMB933
3 BOLT
FIXING

•	 H.130 mm W.145 mm

1 BOLT
FIXING

•	 H.158 mm W.111 mm

AMB93 SPIGOT
FIXING

•	 H.240 mm W.127 mm

MAGNETIC
FIXINGAMB92

•	 H.169 mm W.127 mm

AMB91 3 BOLT
FIXING

•	 H.160 mm W.140 mm

1 BOLT
FIXINGAMB90

•	 H.194 mm W.127 mm

AMB90L
Amber Lens Only

•	12 - 24 volt
•	 12 x LEDs
•	 125 Flashes Per Minute / 2 Flash Patterns
•	 Rated IP65
•	 ECE R65, ECE R10 Approved

AMB501

AMB502

•	 H.147 mm W.153 mm

•	 H.144 mm W.153 mm
IP65 RATED

WATER RESISTANT

ECCO LED BEACONS

Ecco No. V11052

Ecco No. V11050

LED COMPACT BEACONS
•	12 - 80 volt
•	 30 x SMD LEDs
•	 80 Quad Flashes Per Minute
•	 Rated IP65
•	 CE Approved
•	 H.95 mm W.130 mm

IP65 RATED
WATER RESISTANT

AMB923

AMB922
MAGNETIC

FIXING

(Amber)
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LIGHTING
BEACONS

IP65 RATED
WATER RESISTANT

MAGNETIC
FIXING

E MARK
APPROVED

LED BATTERY POWERED BEACON
AMB82
•	6 volt
•	 18 x 0.5 watt LEDs 
•	 Maximum Speed Rating 55mph
•	 60 Quad Flashes Per Minute
•	 E Approved
•	 4 x 1.5v AA Batteries (included)

•	 H.100 mm W.115 mm

LED RECHARGEABLE BEACON
AMB98
•	12 - 24 volt vehicle charger
•	 10 x SMD LEDs
•	 Magnetic/Suction Fixing 
•	 6 Flash Patterns
•	 ECE R65, EMC, CE, SAE, 
	 RoHS Approved
•	 2600mAh Rechargeable 
	 Lithium Battery
•	 H.140 mm W.130 mm

8 HOUR
RUN TIME

•	12 - 24 volt
•	 128 x 1.5 watt SMD LEDs 
•	 18 flash patterns  |  Rated IP67
•	 ECE R65, ECE R10, EMC, CE, E Approved
•	 Synchronisable with up to 8 units

CLEAR LENS AMBER FLASHING 
LED BEACONS

AMB61

1 BOLT
FIXING

AMB60
•	 H.151 mm   W.127 mm •	 H.149 mm   W.154 mm

3 BOLT
FIXING

AMB824G

AMB824

COMPACT MINI LED BEACONS
•	12 - 24 volt
•	 8 x 5 watt SMD LEDs
•	 6 Flash Patterns  |  Rated IP67
•	 Synchronisable with multiple units
•	 ECE R65 (Amber Only), ECE R10, EMC, CE, E Approved

•	 H.58 mm W.102 mm D. 72mm

•	 H.58 mm W.70 mmAMB826G

2 BOLT
FIXING

MAGNETIC
FIXING

AMB826

(Amber)

NEED A DIFFERENT 
COLOURED LENS?
See page 45

IP65 RATED
WATER RESISTANT

LED RECHARGEABLE BEACON 
WITH REMOTE CONTROL
AMB99
•	9 - 30 volt vehicle charger
•	240v mains charger 
•	 45 x 0.5 watt SMD LEDs
•	 Magnetic/Suction Fixing 
•	 8 Flash Patterns
•	 ECE R65, ECE R10, CE Approved
•	 18650 Rechargeable 
	 Lithium Battery
•	 H.140 mm W.128 mm

3 HOUR
RUN TIME

IP65 RATED
WATER RESISTANT

LED BEACON WITH
AUDIBLE ALARM
AMB97
•	12 - 24 volt
•	 45 x 0.5 watt SMD LEDs
•	 8 Flash Patterns
•	 97dB built in alarm
•	 4 bolt fixing
•	 ECE R65, ECE R10, CE Approved
•	 H.94 mm W.129 mm D.129 mm

97dB
ALARM
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LIGHTING
XENON BEACONS  |  BEACONS

IP65 RATED
WATER RESISTANT

XENON STROBE BEACON
AMB80
•	12 - 110 volt
•	 2 Bolt Fixing
•	 60 Flashes Per Minute
•	 Rated IP65
•	 E Approved
•	 H.65 mm W.57 mm L.140 mm

12-110 Volt
MULTI VOLTAGE

2 BOLT
FIXING

XENON STROBE BEACON
AMB81
•	12 - 110 volt
•	 2 Bolt Fixing
•	 60 Flashes Per Minute
•	 Rated IP65
•	 E Approved
•	 H.130 mm W.97 mm

IP65 RATED
WATER RESISTANT

12-110 Volt
MULTI VOLTAGE

2 BOLT
FIXING

XENON STROBE 
COMPACT BEACON
AMB9
•	12 - 110 volt
•	 3 Bolt Fixing
•	 60 Flashes Per Minute
•	 Rated IP65
•	 E Approved
•	 H.93 mm W.130 mm

IP65 RATED
WATER RESISTANT

12-110 Volt
MULTI VOLTAGE

3 BOLT
FIXING

AMB124

DUAL COLOUR AMBER AND 
GREEN LED BEACON 

•	12 - 24 volt
•	 90 x 0.2 watt SMD2835 LEDs
•	 Single & Dual Flashing
•	 Rated IP66
•	 ECE R10, CE, E, RoHS Approved
•	 H.90 mm W.147 mm

1 BOLT
FIXING

x3
FLASH PATTERNS

See ELECTRICAL ACCESSORIES page 164

CHECK OUT OUR 
BEACON AND SEAT 
BELT KITS

Suitable for plant 
machinery in hazardous 
working environments

IP66 RATED
WATER RESISTANT

ECE R10
APPROVED

LED PURPLE BEACON
AMB911P
•	10 - 110 volt
•	 30 x SMD LEDs
•	 2 Bolt Fixing
•	 120 Flashes per minute
•	 Rated IP66
•	 ECE R10, EMC, CE Approved
•	 H.130 mm W.98 mm

IP65 RATED
WATER RESISTANT

CE & E MARK
APPROVED

LED HIGH INTENSITY BEACON
AMB910
•	12 - 80 volt
•	 3 x 1 watt High Power LEDs
•	 2 Bolt Fixing  |  Rated IP65
•	 80 Quad Flashes Per Minute
•	 CE, E Approved
•	 H.135 mm W.97 mm
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•	 Rated IP65
•	 ECE R65 (Amber Only) 
	 ECE R10, EMC, CE, E Approved

•	12 - 24 volt
•	 12 x 3 watt 4 colour SMD LEDs
•	 3 Flash Patterns per colour option

AMB927G

AMB727

AMB926G

AMB726

AMB927

AMB926

AMB925G

AMB725

AMB925

AMB924G

AMB724

AMB924

3 BOLT
FIXING

3 BOLT
FIXING

SPIGOT
FIXING

SPIGOT
FIXING

•	 H.46 mm W.112 mm

•	 H.55 mm W.150 mm

•	 H.140 mm W.112 mm

•	 H.140 mm W.150 mm

1 BOLT
FIXING

1 BOLT
FIXING

MAGNETIC
FIXING

MAGNETIC/
SUCTION

FIXING

•	 H.95 mm W.112 mm

•	 H.66 mm W.150 mm

•	 H.46 mm W.112 mm

•	 H.55 mm W.150 mm

•	 Rated IP67 
•	 ECE R65 (Amber Only) 
	 ECE R10, EMC, CE, E Approved

•	12 - 24 volt
•	 18 x 1 watt SMD LEDs 
•	 7 Flash Patterns

AMB49G
GREEN

AMB49U
BLUE

•	10 - 110 volt 
•	 20 x 0.3 watt SMD LEDs 
•	 120 Quad Flashes per minute 
•	 Rated IP67 
•	 ECE R10, EMC, E Approved 
•	 Polycarbonate Fresnel Lens 
•	 H.55 mm W.80 mm

IP67 RATED
WATER RESISTANT

ECE R10
APPROVED

MULTI-PURPOSE LED 
BEACONS

2 BOLT
FIXING

AMB49
AMBER

For use with 
Forklifts 

LED BEACON
AMB903
•	12 - 80 volt
•	 30 x 1 watt LEDs
•	 4 Flash Patterns with 
	 Memory Function
•	 Rated IP67
•	 ECE R65, ECE R10 
	 CE, E Approved
•	 H.62mm W.145mm

3 BOLT
FIXING

IP67 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

ECE R10
APPROVED

ECCO LED BEACON
AMB48
•	12 - 24 volt
•	 12 LEDs
•	 62 Flashes Per Minute / 1 Flash 
	 Pattern
•	 Rated IP67  |  ECE R10 Approved
•	 H.56 mm W.81 mm

2 BOLT
FIXING

Ecco No. 30000260

LED BEACONS WITH MULTICOLOUR OPTION

Amber setting as standard.
Simply remove lens to use the 
colour select button.

4 COLOUR FLASH 
OPTIONS

LED BEACONS - AMBER OR GREEN

x7
FLASH PATTERNS

12-24 Volt
MULTI VOLTAGE

LIGHTING
LOW PROFILE BEACONS

(Amber)

(Amber)
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ECCO ROTATING BEACONS - AMBER
•	12 or 24 volt
•	 Bulb Options	 12v	 H1 448
		  24v	H1 466

•	 Belt Driven Rotator
•	 160 Flashes per Minute
•	 ECE R65, ECE R10 Approved

MAGNETIC
FIXING

12 or 24
VOLT

12 or 24
VOLT

Ecco No. 391.00 Ecco No. 392.00

MAGNETIC
FIXINGEcco No. 401.000 Ecco No. 407.000

Ecco No. 10438.00

Ecco No. 404.000

Ecco No. 394.70

Ecco No. 403.000

ECCO ROTATING BEACONS - AMBER

LIGHTING
XENON STROBE  |  ROTATING BEACONS

•	12 or 24 volt
•	 Bulb Options	 12v	 H1 448
		  24v	H1 466

•	 1 x Belt Driven Rotor
•	 ECE R65 Approved

AMB28L

AMB404

AMB31

AMB403

•	 H.236 mm W.149 mm

•	 H.152 mm W.167 mm

•	 H.210 mm W.134 mm

AMB29

AMB402

•	 H.186 mm W.185 mm

•	 H.144 mm W.153 mm

1 BOLT
FIXING

1 BOLT
FIXING

AMB28

AMB401

•	 H.210 mm W.149 mm

•	 H.147 mm W.153 mm

3 BOLT
FIXING

SPIGOT
FIXING

SPIGOT
FIXING

Amber Lens Only

AMB44L

AMB44GL

AMB46

AMB46G

•	 H.200 mm W.120 mm

•	 H.200 mm W.120 mm

XENON STROBE BEACONS - GREEN

XENON STROBE BEACONS - AMBER

•	12 - 110 volt
•	 60 Flashes Per Minute
•	 Rated IP65
•	 E Approved

•	12 - 110 volt
•	 60 Flashes Per Minute
•	 Rated IP65
•	 E Approved

E MARK
APPROVED

E MARK
APPROVED

IP65 RATED
WATER RESISTANT

IP65 RATED
WATER RESISTANT

12-110 Volt
MULTI VOLTAGE

12-110 Volt
MULTI VOLTAGE

SPIGOT
FIXING

SPIGOT
FIXING

AMB44

AMB44G

AMB45

AMB45G

MAGNETIC
FIXING

MAGNETIC
FIXING

•	 H.125 mm W.150 mm

•	 H.125 mm W.150 mm

1 BOLT
FIXING

1 BOLT
FIXING

•	 H.150 mm W.110 mm

•	 H.150 mm W.110 mm

Amber Lens Only

Green Lens Only
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LIGHTING
BEACON LENSES  |  ACCESSORIES 

BEACON LENSES BEACON LENSES
AMB86L AMB90L
•	 Replacement 
	 Amber Beacon Lens

•	 Replacement 
	 Amber Beacon Lens

GREEN BEACON LENS
AMB70GL
•	 Replacement 
	 Green Beacon Lens

PURPLE BEACON LENS
AMB70PL
•	 Replacement 
	 Purple Beacon Lens

For use with:  AMB74 | AMB75 | AMB76 | AMB77

For use with:  AMB74 | AMB75 | AMB76 | AMB77

For use with:  AMB74 | AMB75 | AMB76 | AMB77

For use with:  AMB74 | AMB75 | AMB76 | AMB77

For use with:  AMB86 | AMB87 | AMB88 | AMB89 For use with:  AMB90 | AMB91 | AMB92 | AMB93

AMB86GL AMB90GL
•	 Replacement 
	 Green Beacon Lens

•	 Replacement 
	 Green Beacon Lens

AMBER BEACON LENS
AMB70L
•	 Replacement 
	 Amber Beacon Lens

RED BEACON LENS
AMB70RL
•	 Replacement 
	 Red Beacon Lens

DOUBLE POLE 
SPIGOT MOUNT
AMBS3

AMBS2

•	 Phosphor Bronze
•	 Double Pole Contacts
•	 Pre Wired 
	 (300mm length)

•	 Single Pole Connector
•	 Protective Cover
•	 Twin Bolt Fixing

Fits inside:  AMBS1D

POLE SPIGOT MOUNTS
AMBS1D
•	 Double Pole Connector
•	 Protective Cover
•	 Single Screw Fixing
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AMB717 AMB718 AMB719

Polycarbonate construction with TIR LED modules 
Low profile flashing LED Light Bars  |  Maximum visibility

Suitable for cars, commercial and recovery vehicles

LIGHTING
LIGHT BARS

LED LIGHT BAR RANGE

x18
FLASH PATTERNS

•	10 - 30 volt
•	 18 Flash Patterns  |  Rated IP67
•	 ECE R65, ECE R10, EMC, CE, SAE, RoHS Approved

MAGNETIC

4 BOLT FIXING

10-30 Volt
MULTI VOLTAGE

PART NO. DIMENSIONS FIXING LED

2 YEAR
WARRANTY

1ft  |  2ft  |  3ft  |  4ft  |  5ft options

AMB717	 345mm (1ft)	 4-Bolt	 40 SMD
AMB718	 345mm (1ft)	 1-Bolt	 40 SMD
AMB719	 345mm (1ft)	 Magnetic	 40 SMD
AMB720	 717mm (2ft)	 4-Bolt	 80 SMD
AMB721	 877mm (3ft)	 4-Bolt	 96 SMD
AMB722ST	 1197mm (4ft)	 4-Bolt	 112 SMD
AMB722	 1197mm (4ft)	 4-Bolt	 128 SMD
AMB723	 1517mm (5ft)	 4-Bolt	 160 SMD

3 FUNCTIONS

Stop  |  Tail  |  Indicator

4 BOLT FIXING 1 BOLT FIXING MAGNETIC

AMB720

AMB721

AMB722ST

AMB722

AMB723

3 Functions

1 BOLT FIXING
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LIGHTING
LIGHT BARS

LED LIGHT BARS
SUPER BRIGHT 3 WATT LEDS

x10
FLASH PATTERNS

•	12 - 24 volt
•	 4 Bolt or Magnetic Fixing (AMB820M) 
•	 10 Selectable Flash Patterns 
•	 Rated IP65
•	 ECE R65, ECE R10, EMC, CE, E Approved 
•	 Aluminium and Polycarbonate construction

Popular design  |  Suitable for a wide range of vehicles

4 BOLT FIXING MAGNETIC FIXING

12-24 Volt
MULTI VOLTAGE

PART NO. DIMENSIONS FIXING LED

AMB820	 600mm (2ft)	 4-Bolt	 56 x 3 watt
AMB820M	 600mm (2ft)	 Magnetic	 56 x 3 watt
AMB821	 900mm (3ft)	 4-Bolt	 56 x 3 watt
AMB822	 1200mm (4ft)	 4-Bolt	 72 x 3 watt

2 YEAR
WARRANTY

2ft  |  3ft  |  4ft options

AERODYNAMIC LED LIGHT BARS

x13
FLASH PATTERNS

•	12 - 24 volt
•	 4 Bolt or Magnetic Fixing (AMB520)
•	 13 selectable flash patterns
•	 Just 25mm thickness
•	 Rated IP67
•	 ECE R65, ECE R10, EMC, CE, E Approved

Contemporary design  |  Reduced noise and fuel consumption

4 BOLT FIXING

AMB520 includes: 
Power lead & option 

for magnetic fixing

12-24 Volt
MULTI VOLTAGE

PART NO. DIMENSIONS FIXING LED

AMB520	 615mm (2ft)	 4-Bolt or Mag	 108 SMD
AMB521	 1070mm (3.5ft)	 4-Bolt	 180 SMD
AMB522	 1223mm (4ft)	 4-Bolt	 204 SMD

2 YEAR
WARRANTY

2ft  |  3.5ft  |  4ft options

SHOCK
RESISTANT

4 BOLT OR 
MAGNETIC OPTION

MAGNETIC KIT OPTION 
INCLUDED

AMB820M  |  AMB820

AMB520

AMB521

AMB522

AMB821

AMB822
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LIGHTING
SMOKED LIGHT BARS

LED HIGH POWER SMOKED 
LIGHT BARS

12 - 24 VOLT
MULTI VOLTAGE

IP67 RATED
WATERPROOF

x26
FLASH PATTERNS

R65  | R10
APPROVED

AMB205

•	12 - 24 volt
•	 26 Flash Patterns 
•	 Rated IP67
•	 Tough UV resistant polycarbonate lens
•	 ECE R65, ECE R10, CE, E, CISPR25 class 3 Approved

MAGNETIC
FIXING

COILED
POWER LEAD

1 BOLT
FIXING AMB207

•	 H.41 mm W.171 mm L.360 mm •	 H.50 mm W.171 mm L.360 mm

360mm

AMB206

•	 72 x 1.5 watt SMD LEDs

1 BOLT
FIXING AMB203

•	 H.49 mm W.160 mm L.270 mm

270mm

MAGNETIC
FIXING

COILED
POWER LEAD

•	 H.60 mm W.160 mm L.270 mm

AMB202

•	60 x 1.5 watt SMD LEDS

MAGNETIC
FIXING

COILED
POWER LEAD

1 BOLT
FIXING

•	 H.37 mm W.171 mm L.248 mm •	 H.50 mm W.171 mm L.248 mm

245mm

AMB204

•	 60 x 1.5 watt SMD LEDs

AMB205
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LIGHTING
LIGHT BARS

ECCO LED LIGHT BARS
400mm (1.5ft)
•	12 - 24 volt
•	 24 LEDs
•	 65 Flashes Per Minute
•	 ECE R10, E Approved

R10 & E MARK
APPROVED

12-24 Volt
MULTI VOLTAGE

1 BOLT
FIXING

AMB607

•	 Single Bolt Fixing
•	 H.113 mm W.210 mm L.400 mm

Ecco No. 65.00203

2 BOLT
FIXING

AMB608

•	 2 Bolt Fixing
•	 H.113 mm W.210 mm L.400 mm

Ecco No. 65.00202

MAGNETIC
FIXING

STRAIGHT
POWER LEAD

AMB609

•	 Magnetic Fixing with Straight Power Lead
•	 Maximum Speed Rating 70mph
•	 H.125 mm W.210 mm L.400 mm

Ecco No. 65.00204

AMB100 AMB101
1 BOLT
FIXING

x8
FLASH PATTERNS

•	 Magnetic with Coiled Power Lead
•	 H.80 mm W.160 mm L.300 mm

•	 Single Bolt Fixing
•	 H.70 mm W.160 mm L.300 mm

LED LIGHT BARS
300mm (1ft)
•	12 - 24 volt
•	 72 x 1 watt SMD LEDs
•	 8 Flash Patterns
•	 Rated IP66
•	 ECE R65, ECE R10, CE, E Approved

12-24 Volt
MULTI VOLTAGE

MAGNETIC
FIXING

COILED
POWER LEAD

1 BOLT
FIXING

12-24 Volt
MULTI VOLTAGE

ECCO LED LIGHT BAR
420mm (1.5ft)
•	12 - 24 volt
•	 8 x 4 LED Modules
•	 Single Pattern Double Flash
•	 E Approved

E MARK
APPROVED

AMB19LED

•	 Single Bolt Fixing
•	 H.95 mm W.200 mm L.420 mm

Ecco No. A481.00.LDV

10-30 Volt
MULTI VOLTAGE

4 BOLT
FIXING

MAGNETIC
FIXING

LED LIGHT BARS - 600mm (2ft)
AMB40
•	10 - 30 volt
•	 High Powered 1 watt LED Modules
•	 10 x 4 LED Modules
•	 Magnetic or 4 Bolt Fixing Options
•	 16 Flash Patterns
•	 E Approved
•	 H.90 mm W.100 mm L.600 mm

OR
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LIGHTING
LIGHT BARS

AMB47

•	12 - 24 volt
•	 12 x 4 LED Modules
•	 ECE R10.03 Approved 
•	 Single Pattern Double Flash
•	 H.120 mm W.200 mm L.770 mm

Ecco No. A13722.000.DV

AMB209

MK109
•	 Magnetic Fixing Kit
•	 See Page 53

REDTRONIC LED LIGHT BARS - 550mm (2ft)
•	10 - 30 volt
•	 8 x 3 OSRAM LED Modules with FX Technology
•	 6  Flash Patterns including Night Dim Facility
•	 ECE R65, EMC Approved
•	 Maximum Speed Rating 70mph

•	 Adjustable Height Rubber Cushioned Fixing
•	 H.87 - 105 mm W.300 mm L.550 mm

4 BOLT
FIXING AMB210

•	 Magnetic Fixing with Straight Power Lead
•	 H.102 - 120 mm W.300 mm L.550 mm

MAGNETIC
FIXING

STRAIGHT
POWER LEAD

ECCO LED LIGHT BARS - 770mm (2.5ft)

AMB47C Ecco No. A13722.040.LDV

4 BOLT
FIXING

ECE R10
APPROVED

IP67 RATED
WATER RESISTANT

LED LIGHT BARS

•	 10 Flash Patterns
•	 Rated IP67
•	 ECE R65, ECE R10 Approved

PART NO. DIMENSIONS FIXING VOLTAGE LED

AMB114	 388mm (1ft)	 Magnetic	 12-24	 56 SMD
AMB115	 388mm (1ft)	 4-Bolt	 12-24	 56 SMD
AMB115SB	 388mm (1ft)	 1 or 4-Bolt	 12-24	 56 SMD
AMB121	 921mm (3ft)	 4-Bolt	 12-24	 132 SMD
AMB118	 1150mm (4ft)	 4-Bolt	 12-24	 164 SMD

1ft  |  3ft   |  4ft options

AMB114

AMB115SB

AMB121

AMB118

AMB115

4 BOLT FIXING 1 BOLT FIXING

MAGNETIC

x10
FLASH PATTERNS
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ECCO LED LIGHT BAR
1275mm (4ft)
AMB611
•	12 - 24 volt
•	 8 x 3 LEDs
•	 4 Bolt Fixing  |  Single Flash Pattern
•	 ECE R65 Class 1, R10 Approved
•	 H.75 mm W.210 mm L.1275 mm

Ecco No. 65-30003-V

4 BOLT
FIXING

4 BOLT
FIXING

ECCO LED TWIN MODULE 
LIGHT BAR - 1250mm (4ft)

•	9 - 33 volt
•	 2 x LED Modules (Non Illuminated Sign Plate)

•	 Single Pattern Double Flash
•	 ECE R65, CE, E Approved
•	 H.170 mm W.200 mm L.1250 mm

AMB42 Ecco No. A6662.100.LDV

LIGHTING
LIGHT BARS

ECCO LED LIGHT BAR - 1524mm (5ft)
AMB615
•	12 - 24 volt
•	 16 x 3 LEDs
•	 4 Bolt Fixing  |  9 Flash Patterns
•	 R65, SAE Class 1, R10 Approved
•	 H.64 mm W.279 mm L.1524 mm

Ecco No. 12-10027-V

AMBC1
•	 Optional Switch Panel Control

Ecco No. EZ0006

x9
FLASH PATTERNS

MANUFACTURED
IN THE UK

AMB119

AMB120

REDTRONIC SPARTAN LED LIGHT BARS - 1100mm (3.5ft)

•	10 - 30 volt
•	 24 x 3 OSRAM LEDs
•	 6 Standard Flash Patterns and Dim Mode (night/day)

•	 Maximum Speed Rating 70mph
•	 ECE R65, ECE R10, EMC Approved
•	 H.110 - 125 mm W.305 mm L.1100 mm

•	 As above

3 FUNCTIONS

Stop  |  Tail  |  Indicator



01202 870860  |  info@guardianauto.co.uk  |  guardianauto.co.uk 52

SWITCH PANEL
AMBC2
•	 Consists of: 
	 1 x on/off switch, 1 x flash pattern 
	 selector switch and 1 x housing

MAGNETIC FIXING KIT
MK109
•	 Magnetic Fixing Kit for converting from 
	 4 Bolt Fixing
•	 4 x magnetic feet, 3m straight power 
	 lead with on/off and flash 
	 selector switch

For use with:  AMB209 For use with:  all Guardian wired light bars

MAGNETIC
FIXING

STRAIGHT
POWER LEAD

LIGHTING
ACCESSORIES  |  ROTATING LIGHT BARS

ECCO QUAD ROTATING LIGHT BAR - 770mm (2ft)
AMB50 Ecco No. A6224.000.12v

•	12 or 24 volt (Supplied with 12 volt bulbs)

•	 Bulb Options	 12v H1 448  |  24v H1 466
•	 2 Bolt Fixing
•	 4 x Belt Driven Rotors
•	 ECE R65 Approved
•	 H.140 mm W.200 mm L.770 mm

2 BOLT
FIXING

ECCO TWIN ROTATING LIGHT BARS - 400mm (1.5ft)
•	12 or 24 volt options
•	 Bulb Options  12v H1 448  |  24v H1 466
•	 ECE R65, R10 Approved  |  2 x Rotators and 160 Flashes per Minute

MAGNETIC
FIXING

AMB605
•	12 volt
•	 Magnetic/Suction with Straight Lead  
•	 Maximum Speed Rating 70mph
•	 H.125 mm W.210 mm L.400 mm

Ecco No. 601.AA01.M

1 BOLT
FIXING

2 BOLT
FIXING

AMB601

AMB603

AMB602

AMB604

•	 H.113 mm W.210 mm L.400 mm

•	 H.113 mm W.210 mm L.400 mm

•	12 volt

•	12 volt

•	24 volt

•	24 volt

Ecco No. 601.AA01.Y

Ecco No. 601.AA01

Ecco No. 601.AA02.Y

Ecco No. 601.AA02

ECCO TWIN ROTATING LIGHT BARS - 420mm (1.5ft)

AMB19

AMB20

Ecco No. A421.00.12v

Ecco No. A421.00.24v

•	12 or 24 volt options
•	 Bulb Options  12v H1 448  |  24v H1 466
•	 Single Bolt Fixing
•	 2 x Belt Driven Rotors
•	 ECE R65 Approved
•	 H.140 mm W.205 mm L.420 mm

•	12 volt

•	24 volt
1 BOLT
FIXING
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LIGHTING
WORK LIGHT BARS

LB5

LED LOW PROFILE WORK LIGHT

•	10 - 30 volt
•	 6 x 3 watt SMD LEDs
•	 Lumens  1600  R  |  1200  E
•	 Single Bolt fixing
•	 Rated IP67
•	 ECE R10, EMC, CE, E Approved
•	 Flood beam pattern
•	 L.154 mm H.38 mm D.53 mm

1600
LUMENS

IP67 RATED
WATER RESISTANT

LED WORK LIGHT BAR - 4ft
LB4
•	10 - 30 volt
•	 300 watt
•	 2 Bolt Fixing
•	 Rated IP67

•	 Combo Beam Pattern
•	 CE, EMC Approved
•	 Lumens  18000  R  |  14000  E
•	 L.1380 mm H.115 mm D.85 mm

10-30 Volt
MULTI VOLTAGE

18000
LUMENS

LED WORK LIGHT BARS - 1ft  |  2ft
•	10 - 30 volt
•	 2 Bolt Fixing  |  Rated IP68
•	 CE, ROHS Approved
•	 Beam Angle 30°

PREMIUM LED WORK LIGHT BARS

•	10 - 30 volt
•	 2 Bolt Fixing 
•	 Combination of flood and spot reflectors
•	 OSRAM LEDs 
•	 ECE R10, EMC, CE, E Approved
•	 H.70 mm (LB10 - H.50 mm) 

DEUTSCH
CONNECTION

LED WORK LIGHT WITH 
AMBER WARNING
LB11

1620
LUMENS

IP67 RATED
WATER RESISTANT

PART NO.

PART NO.

DIMENSIONS

DIMENSIONS

LUMENS

LUMENS

LED

LED

LB6

LB7

LB9

LB8

SINGLE OPTIC LED (CURVED) LB10

1ft   |  2ft  |  2.5ft  |  3ft options

10-30 Volt
MULTI VOLTAGE

LUMENS 
KEY Raw Effective

LB6	 	 357mm (1ft)	 10080 R   |  3769 E	 24 x 5 watt
LB7	 	 561mm (2ft)	 16800 R   |  4860 E	 40 x 5 watt
LB9	 	 813mm (2.5ft)	 25200 R   |  7843 E	 60 x 5 watt
LB10	 	 813mm (2.5ft)	 8316 R   |  5314 E	 33 x 5 watt	 Curved 
LB8	 	 1076mm (3ft)	 33600 R   |  9720 E	 80 x 5 watt

	LB1	 300mm (1ft)	 3500	 R 	 10 x 5 watt 
			   2373	 E	
	LB2	 608mm (2ft)	 7700	 R 	 22 x 5 watt 
			   4969	 E

•	10 - 30 volt
•	 18 OSRAM LEDs
•	 Single Bolt Fixing
•	 Lumens  1620  R  |  1325  E
•	 Rated IP67
•	 CE, E Approved
•	 L.160 mm H.46 mm D.63 mm
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LIGHTING
WARNING LIGHTS

LED AMBER LOW PROFILE 
WARNING LIGHT
LED10A
•	12 - 24 volt
•	 3 x 1 watt Amber SMD LEDs
•	 2 Point Fixing
•	 Rated IP68  |  ECE R10 Approved
•	 L.88 mm W.30 mm D.6 mm

IP68 RATED
WATER RESISTANT

x12
FLASH PATTERNS

LED AMBER 180° VISIBLE 
WARNING LIGHT
LED7A
•	12 - 24 volt
•	 3 x 1 watt Amber LEDs
•	 2 Point Fixing
•	 Rated IP67  |  E Approved
•	 L.111 mm W.38 mm D.25 mm

IP67 RATED
WATER RESISTANT

x12
FLASH PATTERNS

IP67 RATED
WATER RESISTANT

LED WARNING LIGHTS
LED3
•	12 - 24 volt
•	 3 x 3 watt LEDs
•	 2 Point Fixing
•	 Rated IP67  |  E Approved
•	 12 Synchronous Flash Patterns
•	 L.92 mm W.37 mm D.25 mm

LED3A	 - Amber LED 
LED3U	 - Blue LED 
LED3G	 - Green LED 
LED3R	 - Red LED 
LED3W	- White LED

5 COLOUR OPTIONS

x12
FLASH PATTERNS

IP67 RATED
WATER RESISTANT

x11
FLASH PATTERNS

LED WARNING LIGHTS
LED3SL
•	12 - 24 volt
•	 3 x 1 watt SMD LEDs
•	 2 Point  Fixing
•	 Rated IP67  |  ECE R10 Approved
•	 11 Synchronous Flash Patterns
•	 L.97 mm W.36 mm D.17 mm

LED3SLA	 - Amber LED 
LED3SLU	 - Blue LED 
LED3SLG	 - Green LED 
LED3SLR	 - Red LED 
LED3SLW	- White LED

5 COLOUR OPTIONS

ECCO LED AMBER WARNING LIGHT
LED1A
•	12 - 24 volt
•	 3 x Amber LEDs
•	 2 Point Fixing
•	 Rated IP67  |  ECE R65 Class ll, ECE R10, RoHS Approved
•	 21 Synchronous Flash Patterns
•	 L.93 mm W.35 mm D.15 mm

Ecco No. ED3703A

x21
FLASH PATTERNS

IP68 RATED
WATER RESISTANT

TAIL LIFT LED WARNING LAMP
LED20
•	12 - 24 volt
•	 2 x 5 watt SMD LEDs
•	 2 Bolt Fixing
•	 Rated IP68  | EMC, CE, E Approved
•	 Heavy Duty Design
•	 Synchronise 2 lamps
•	 L.96 mm H.76 mm D.13 mm

EMC, CE, E
APPROVED

IP67 RATED
WATER RESISTANT

LED WARNING LIGHTS
LED4
•	12 - 24 volt
•	 4 x 3 watt LEDs
•	 2 Point Fixing
•	 Rated IP67  |  E Approved
•	 22 Synchronous Flash Patterns
•	 L.138 mm W.37 mm D.27 mm

LED4A	 - Amber LED 
LED4U	 - Blue LED 
LED4G	 - Green LED 
LED4R	 - Red LED 
LED4W	- White LED

5 COLOUR OPTIONS

x22
FLASH PATTERNS

•	12 - 24 volt
•	 4 x 3 watt SMD LEDs (Amber & Blue)

•	 4 x 1 watt SMD LEDs (Green, Red & White)

•	 ECE R65 Approved (Amber & Blue) 
	 ECE R10 Approved (Green, Red & White)

•	 2 Point Fixing  |  Rated IP67
•	 L.115 mm W.36 mm D.17 mm

LED4SLA	 - Amber LED 
LED4SLU	 - Blue LED 
LED4SLG	 - Green LED 
LED4SLR	 - Red LED 
LED4SLW	- White LED

5 COLOUR OPTIONS

LED WARNING LIGHTS
LED4SL

x22
FLASH PATTERNS
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•	12 - 24 volt
•	 6 LEDs  |  Flashes Dual Colours Simultaneously
•	 ECE R65, ECE R10, E Approved
•	 L.121 mm W.34 mm D.16 mm

x26
FLASH PATTERNS

LED AMBER WARNING LIGHT
LED21A
•	12 - 24 volt
•	 4 x 5 watt SMD LEDs
•	 2 point Fixing
•	 Rated IP67  |  ECE R65, ECE R10, EMC, CE approved
•	 26 synchronous Flash Patterns
•	 L.110 mm W.36 mm D.17 mm

x26
FLASH PATTERNS

LED AMBER WARNING LIGHT
LED22A
•	12 - 24 volt
•	 6 x 5 watt SMD LEDs
•	 2 point Fixing
•	 Rated IP67  |  ECE R65, ECE R10, EMC, CE approved
•	 26 Synchronous Flash Patterns
•	 L.130 mm W.36 mm D.17 mm

LIGHTING
WARNING LIGHTS

LED13GA

•	10 - 30 volt
•	 6 x 0.5 watt LEDs
•	 Each Unit Flashes Dual Colours Simultaneously
•	 2 Point Fixing
•	 Rated IP67  |  EMC, CE, E Approved
•	 19 Synchronous Flash Patterns
•	 L.116mm W.26mm D.12mm

Dual Colour LEDs

Dual Colour LEDs

LED DUAL COLOUR WARNING LIGHTS

LED13RA

IP67 RATED
WATER RESISTANT

x19
FLASH PATTERNS

x13
FLASH PATTERNS

ECCO LED DUAL COLOUR 
WARNING LIGHTS

Ecco No. ED3701AR

Ecco No. ED3701AG

LED AMBER WARNING LIGHT
LED16A
•	12 - 24 volt
•	 6 x 3 watt Amber SMD LEDs
•	 2 Point Fixing  |  Rated IP69K
•	 ECE R65, ECE R10, EMC, CE, E, CISPR25 Class 3 Approved
•	 21 Selectable Flash Patterns
•	 Cruise mode and low intensity mode
•	 L.113 mm W.29 mm D.10 mm

x21
FLASH PATTERNS

PERIMETER LED WARNING LIGHT
LED27A
•	12 - 24 volt
•	 4 x 1.5 watt SMD LEDs 
•	 36 Flash Patterns  |  Rated IP67
•	 ECE R65, ECE R10, EMC, CE, E Approved
•	 Push fit bracket fixing
•	 Dia Ø 36mm (including mounting grommet)

x36
FLASH PATTERNS

•	10 - 30 volt
•	 4 x 0.5 watt Amber SMD LEDs
•	 2 Point Fixing
•	 Rated IP67  |  EMC, CE, E Approved
•	 19 Synchronous Flash Patterns
•	 L.93 mm W.28 mm D.10 mm

IP67 RATED
WATER RESISTANT

x19
FLASH PATTERNS

LED AMBER WARNING LIGHT
LED13A

LED701AG Dual Colour LEDs

Dual Colour LEDsLED701AR
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LED AMBER WARNING LIGHT
LED23A
•	12 - 24 volt
•	 6 x 3 watt SMD LEDs
•	 2 point Fixing
•	 Rated IP69K  |  ECE R65, ECE R10, EMC, CE approved
•	 26 Synchronous Flash Patterns
•	 L.120 mm W.31 mm D.14 mm

LIGHTING
WARNING LIGHTS

IP67 RATED
WATER RESISTANT

x19
FLASH PATTERNS

LED AMBER WARNING LIGHT
LED25A
•	10 - 30 volt
•	 6 x 0.5 watt Amber SMD LEDs
•	 Rated IP67
•	 ECE R10, EMC, CE Approved
•	 19 Synchronous Flash Patterns
•	 L.112 mm W.28 mm D.12 mm

LED LOW PROFILE 
WARNING LIGHTS
LED9
•	12 - 24 volt
•	 6 x 1 watt LEDs
•	 2 Point or 3M Self Adhesive Fixing
•	 Rated IP68  |  ECE R10 Approved
•	 L.130 mm W.30 mm D.6 mm

IP68 RATED
WATER RESISTANT

LED9A	 - Amber LED 
LED9U	 - Blue LED 
LED9G	 - Green LED 
LED9R	 - Red LED 
LED9W	- White LED

5 COLOUR OPTIONS

x23
FLASH PATTERNS

LED AMBER STROBE WARNING LIGHT
LED8A
•	9 - 36 volt
•	 6 x 1 watt Amber LEDs  |  4 Point Fixing
•	 1800mm Fly Lead Connection
•	 Rated IP67  |  SAE, ECE R10 Approved
•	 Single Synchronous Flash Pattern
•	 L.141 mm W.93 mm D.43 mm

IP67 RATED
WATER RESISTANT

ECE R10
APPROVED

MODE 1 - Amber Flashing
MODE 2 - White day light running

LED DUAL COLOUR WARNING LIGHT
LED17AW
•	10 - 30 volt
•	 6 x 3 watt Amber LEDs & 26 x 0.2 watt White LEDs
•	 Amber Flashing with white day light running option
•	 2 Point Fixing
•	 Rated IP67  |  ECE R65, EMC, CE Approved
•	 10 Flash Patterns
•	 L.124 mm W.44 mm D.16 mm

x10
FLASH PATTERNS

•	12 - 24 volt
•	 6 x 5 watt SMD LEDs
•	 2 Point or 3M Self Adhesive Fixing
•	 ECE R65 Approved (Amber & Blue) 
	 ECE R10, EMC, CE Approved
•	 Rated IP67
•	 L.131 mm W.31 mm D.7 mm

LED26A	 - Amber LED 
LED26U	 - Blue LED 
LED26R	 - Red LED 
LED26W	- White LED

4 COLOUR OPTIONS

LED LOW PROFILE WARNING LIGHTS
LED26

x26
FLASH PATTERNS

REDTRONIC LED MULTI COLOUR 
WARNING LIGHTS

LED14M LED15M

•	10 - 30 volt
•	 10 Flash Patterns
•	 Rated IP67
•	 ECE R65 Approved

•	 9 x 3 watt LEDs
•	 L.94 mm W.37 mm D.22 mm

•	 18 x 3 watt LEDs
•	 L.94 mm W.59 mm D.22 mm

Multi Colour LEDs
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ECCO LED AMBER CORNER MODULE
LEDC1
•	10 - 30 volt
•	 12 x Amber LEDs
•	 Surface / Bracket Mount Fixing
•	 Rated IP67  |  ECE R65, ECE R10, E Approved
•	 6 Synchronous/alternating Flash Patterns
•	 L.170mm W.75mm D.33mm

Ecco No. ED5100CA

x6
FLASH PATTERNS

LED AMBER CORNER MODULE
LEDC2
•	12 - 24 volt
•	 44 x SMD LEDs  |  Rated IP67
•	 ECE R65, ECE R10, EMC, CE, E Approved
•	 2 bolt surface mount fixing 
•	 36 Synchronous Flash Patterns
•	 L.192 mm W.80 mm D.32 mm

x36
FLASH PATTERNS

LIGHTING
WARNING LIGHTS

LED AMBER HIDE-AWAY 
WARNING LIGHT
LED6A
•	12 - 24 volt
•	 6 x 3 watt High Power Amber LEDs
•	 2 Point Bezel Fixing or Integral Flush Fitting
•	 Rated IP67  |  E Approved
•	 Dia Ø.55 mm D.30 mm

IP67 RATED
WATER RESISTANT

x12
FLASH PATTERNS

LED AMBER WARNING LIGHT
LED5A
•	12 - 24 volt
•	 42 x Amber LEDs
•	 Single Bolt or 2 Point Fixing
•	 Rated IP67  |  E Approved
•	 Single Triple Synchronous 
	 Flash Pattern
•	 L.90 mm W.85 mm D.40 mm

IP67 RATED
WATER RESISTANT

E MARK
APPROVED

LED AMBER INTERIOR 
WARNING LIGHT
LED11A
•	12 - 24 volt
•	 6 x 3 watt Amber SMD LEDs
•	 4 Suction Cups  |  24 Flash Patterns
•	 Rated IP56  |  E Approved
•	 L.210 mm W.100 mm D.55 mm

x24
FLASH PATTERNS

E MARK
APPROVED

•	12 - 24 volt
•	 12 x 3 watt SMD LEDs
•	 2 Point Fixing  |  Rated IP69K
•	 ECE R65, EMC, CE, E Approved
•	 19 Synchronous Flash Patterns 
•	 L.115 mm W.43 mm D.9 mm

LED WARNING LIGHT
LED28A

•	 Amber Lens•	 Clear Lens

PE508PE507

PEREI LED 355 SERIES HIGH 
POWER WARNING LIGHTS
•	10 - 30 volt
•	 12 x High Powered Amber SMD LEDs 
•	 4 Bolt Surface Mount Fixing
•	 Cable Connection
•	 Rated IP67
•	 ECE Approved
•	 L.136 mm H.56 mm D.25 mm

IP67 RATED
WATER RESISTANT

x18
FLASH PATTERNS
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LED NUMBER PLATE LAMP
RL5
•	10 - 30 volt
•	 12 x LEDs
•	 2 Bolt Fixing
•	 Cable Connection  |  Plastic Body
•	 L.121 mm H.46 mm D.42 mm

E MARK
APPROVED

10-30 Volt
MULTI VOLTAGE

LIGHTING
NUMBER PLATE LAMPS

LED NUMBER PLATE LAMP
RL6
•	10 - 30 volt
•	 4 x LEDs
•	 2 Bolt Fixing
•	 Cable Connection  |  Plastic Body
•	 L.80 mm H.26 mm D.27 mm

10-30 Volt
MULTI VOLTAGE

2 BOLT
FIXING

ECCO LED NUMBER PLATE LAMP
RL8
•	10 - 30 volt
•	 2 x LEDs
•	 2 Bolt Fixing
•	 Cable Connection  |  Plastic Body
•	 E Approved
•	 L.100 mm H.55 mm D.48 mm

10-30 Volt
MULTI VOLTAGE

2 BOLT
FIXING

Ecco No. L867.00.LDV

2 BOLT
FIXING

ECCO NUMBER PLATE LAMP
RL2
•	12 or 24 volt
•	 Bulb Options	 12v 245 
		  24v 246
•	 2 Bolt Fixing
•	 E Approved
•	 L.105 mm H.51 mm D.57 mm

Ecco No. 867.00.LB

E MARK
APPROVED

2 BOLT
FIXING

ECCO NUMBER PLATE LAMP
RL3
•	12 or 24 volt
•	 Bulb Options	 12v 239 
		  24v 242
•	 2 Bolt Fixing
•	 E Approved
•	 L.67 mm H.40 mm D.34 mm

Ecco No. 868.00.LB

E MARK
APPROVED

ECCO LED NUMBER PLATE LAMP
RL9
•	10 - 30 volt
•	 2 x LEDs
•	 2 Bolt Fixing
•	 Cable Connection  |  Plastic Body
•	 E Approved
•	 L.67 mm H.40 mm D.33 mm

10-30 Volt
MULTI VOLTAGE

2 BOLT
FIXING

Ecco No. L868.00.LDV

PEREI LED NUMBER PLATE LAMP
PE511
•	24 volt
•	 3 x LEDs
•	 2 Bolt Fixing
•	 Cable Connection
•	 ECE Approved
•	 L.70 mm H.34 mm D.26 mm

IP67 RATED
WATER RESISTANT

ECE MARK
APPROVED

PEREI LED NUMBER PLATE LAMP
PE510
•	9 - 33 volt
•	 6 x LEDs
•	 2 Bolt Fixing  |  Cable Connection
•	 Rated IP67  |  ECE Approved
•	 L.110 mm H.48 mm D.41 mm

IP67 RATED
WATER RESISTANT

ECE MARK
APPROVED
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LIGHTING
MARKER LAMPS

ML50DV
Side Marker Lamp

ML50WML50R

2 BOLT
FIXING

LED MARKER LAMPS
•	12 - 24 volt
•	 3 x LEDs
•	 Bracket or Flush with cable connection
•	 2 Bolt Fixing  |  E Approved
•	 L.110 mm H.75 mm D.46 mm (Incl Bracket) 12-24 Volt

MULTI VOLTAGE

E MARK
APPROVEDFront Marker LampRear Marker Lamp

12-24 Volt
MULTI VOLTAGE

IP67 RATED
WATER RESISTANT

ML60R ML60W

ML60A

2 BOLT
FIXING

LED MARKER LAMPS
•	12 - 24 volt
•	 2 x SMD LEDs
•	 2 Bolt or Bracket Fixing with 250mm Cable Connection
•	 Rated IP67
•	 ECE R10, EMC, RoHS, E Approved
•	 L.115 mm H.70 mm D.38 mm (Incl Bracket)

Rear Marker Lamp

Side Marker Lamp

Front Marker Lamp

IP67 RATED
WATER RESISTANT

PEREI LED 115 SERIES SIDE MARKER 
LAMPS & SIDE REPEATER

•	 L.154 mm H.75 mm D.20 mm

•	 L.154 mm H.49 mm D.20 mm

PE525

PE524

•	10 - 30 volt
•	 3 x LEDs
•	 Cable Connection
•	 2 Bolt Fixing  |  ECE Approved
•	 2 Part Construction with 
	 Snap-in Lens

- Flush Mounted

- Pendant Mounted

•	 1 Neon LED 

•	 2 Neon LEDs 

ML100DI

ML101DI
2 BOLT
FIXING

LED MARKER LAMPS WITH NEON 
EFFECT DIRECTION INDICATOR
•	12 - 24 volt
•	 Bracket or Flush Fitting with Cable Connection
•	 Cat 5, EMC, CE, E Approved
•	 Rated IP68
•	 L.114 mm H.54 mm D.22 mm

ML100W

2 BOLT
FIXING

LED MARKER LAMPS WITH NEON EFFECT
•	12 - 24 volt
•	 Neon LED
•	 Bracket or Flush Fitting with Cable Connection
•	 2 Bolt Fixing  |  Rated IP68  |  EMC, CE, E Approved
•	 L.114 mm H.54 mm D.22 mm 12-24 Volt

MULTI VOLTAGE

EMC, CE, E
APPROVED

ML100A
Side Marker Lamp

ML100R
Front Marker LampRear Marker Lamp
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PE540

PE541

PE542

PE530

PE531

PE532

PE571

PE572

PE574

PE575

LIGHTING
MARKER LAMPS

PEREI LED M50 MARKER LAMPS
•	9 - 33 volt
•	 4 x LEDs with Reflex Reflector
•	 2 Bolt Fixing  |  Clip-in Lens
•	 Rated IP67  |  ECE Approved
•	 L.123 mm H.80 mm D.18 mm 
	 (Fitted)

•	 Pendant Bracket  |  SuperSeal Connection

•	 Pendant Bracket  |  Cable Connection

PE563

PE567

ECCO LED SIDE MARKER LAMP
ML31
•	24 volt
•	 4 x LEDs
•	 Bracket / Flush Fixing options
•	 E Approved
•	 L.110 mm H.92 mm D.46 mm 
	 (Incl Bracket)

Ecco No. L06.01.24

24
VOLT

E MARK
APPROVED

ABS Warning Marker Lamp 
with SuperSeal Connection

Front Marker Lamp with 
SuperSeal Connection

Rear Marker Lamp with 
Integral SuperSeal Connection

IP67 RATED
WATER RESISTANTRear Marker Lamp with 500 mm Cable

PE570

PE573

Front Marker Lamp with 500 mm Cable

ABS Warning Marker Lamp with 500 mm Cable

2 BOLT
FIXING

PEREI LED M60 MARKER LAMPS
•	9 - 33 volt
•	 4 x LEDs
•	 2 Bolt Fixing
•	 2 Part Construction with Snap-in Lens
•	 Rated IP67
•	 ECE Approved
•	 L.71 mm H.42 mm D.25 mm (Fitted)

9-33 Volt
MULTI VOLTAGE

Rear Marker Lamp

IP67 RATED
WATER RESISTANT

2 BOLT
FIXING

PEREI LED M11 MARKER LAMPS
•	24 volt
•	 4 x LEDs with Reflex Reflector
•	 2 Bolt Fixing
•	 SuperSeal Connection
•	 Rated IP67
•	 ECE Approved
•	 L.100 mm H.51 mm D.22 mm (Fitted)

24
VOLT

Front Marker Lamp

Side Marker Lamp

IP67 RATED
WATER RESISTANT

2 BOLT
FIXING

PEREI LED M18 MARKER LAMPS
•	24 volt
•	 4 x LEDs with Reflex Reflector
•	 2 Bolt Fixing
•	 Terminal Block Connection
•	 Rated IP67
•	 ECE Approved
•	 L.108 mm H.58 mm D.33 mm

24
VOLT

Rear Marker Lamp Front Marker Lamp

Side Marker Lamp
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PE560

PE561

PE562

PE564

PE565

PE566

PE551

PE550

PE553

PE552

PE554

PE555

Side Marker Lamp 12 volt

Front Marker Lamp 12 volt

Front Marker Lamp 24 volt (ML39)

LIGHTING
MARKER LAMPS

10-30 Volt
MULTI VOLTAGE

IP67 RATED
WATER RESISTANT

ML74R ML74W

2 BOLT
FIXING

LED MARKER LAMPS
•	10 - 30 volt
•	 3 x SMD LEDs with Reflex Reflector
•	 2 Bolt Fixing
•	 550mm Cable Connection
•	 Rated IP67  |  E Approved
•	 L.129 mm H.32 mm D.14 mm

IP67 RATED
WATER RESISTANT

Rear Marker Lamp 12 volt

Rear Marker Lamps

Side Marker Lamps

Front Marker Lamps

Rear Marker Lamp 24 volt (ML37)

2 BOLT
FIXING

PEREI LED M20 MARKER LAMPS
•	12 or 24 volt
•	 4 x LEDs with Reflex Reflector
•	 2 Bolt Fixing
•	 Cable Connection
•	 Rated IP67  |  ECE Approved
•	 L.120 mm H.63 mm D.21 mm

•	9 - 33 volt
•	 4 x LEDs with Reflex Reflector
•	 2 Bolt Fixing  |  Clip-in Lens
•	 Rated IP67  |  ECE Approved
•	 L.123 mm H.45 mm D.18 mm (Fitted)

12 or 24
VOLT

IP67 RATED
WATER RESISTANT

•	 Flush Bracket  |  SuperSeal Connection

•	 Flush Bracket  |  SuperSeal Connection

•	 Flush Bracket  |  SuperSeal Connection

•	 Flush Bracket  |  Cable Connection

•	 Flush Bracket  |  Cable Connection

•	 Flush Bracket  |  Cable Connection

2 BOLT
FIXING

PEREI LED M50 MARKER LAMPS

9-33 Volt
MULTI VOLTAGE

Side Marker Lamp 24 volt (ML38)

ML74A
Side Marker Lamp

Front Marker LampRear Marker Lamp

ML52A

ML52WML52R

2 BOLT
FIXING

ECCO LED MARKER LAMPS
•	12 - 24 volt
•	 4 x LEDs
•	 520mm Cable Connection
•	 2 Bolt Fixing  |  ECE Approved
•	 L.120 mm H.50 mm D.12 mm 12-24 Volt

MULTI VOLTAGE

ECE
APPROVED

Ecco No. L46.02.LDV Ecco No. L46.00.LDV

Front Marker LampRear Marker Lamp

Ecco No. L46.01.LDV

Side Marker Lamp
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ML51WML51R

LIGHTING
MARKER LAMPS

2 BOLT
FIXING

ECCO LED MARKER LAMPS
•	12 - 24 volt
•	 4 x LEDs
•	 2 Bolt Fixing
•	 520mm Cable Connection
•	 ECE Approved  |  PMMA Lens
•	 L.120 mm H.45 mm D.11 mm

12-24 Volt
MULTI VOLTAGE

ECE
APPROVED

Ecco No. L47.02.LDV Ecco No. L47.00.LDV

Front Marker LampRear Marker Lamp

ML51A Ecco No. L47.01.LDV

Side Marker Lamp

ML102A
Side Marker Lamp

ML102W

2 BOLT
FIXING

LED MARKER LAMPS WITH NEON EFFECT
•	12 - 24 volt
•	 Neon LED
•	 Bracket or Flush Fitting with Cable Connection
•	 2 Bolt Fixing
•	 Rated IP68  |  EMC, CE, E Approved
•	 L.130 mm H.32 mm D.15 mm

12-24 Volt
MULTI VOLTAGE

EMC, CE, E
APPROVED

ML102R
Front Marker LampRear Marker Lamp

ML103A
Side Marker Lamp

ML103W

2 BOLT
FIXING

LED MARKER LAMPS
•	12 - 24 volt
•	 SMD LED
•	 2 Bolt Fixing
•	 Cable Connection
•	 Rated IP68  |  EMC, CE, E Approved
•	 L.102 mm H.70 mm D.34 mm

12-24 Volt
MULTI VOLTAGE

EMC, CE, E
APPROVED

ML103R
Front Marker LampRear Marker Lamp

Front Marker Lamp

Rear Marker Lamp
ML106A

Side Marker Lamp

IP68 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

PEREI LED M19 MARKER LAMPS LED MARKER LAMPS

PE580

ECE
APPROVED

EMC, CE, E
APPROVED

•	24 volt
•	 2 x SMD LEDs
•	 Clip In Fitment
•	 Cable Connection
•	 Dia.46 mm D.19 mm (Fitted)

•	12 - 24 volt
•	 SMD LEDs  |  Push Fit
•	 Rated IP68
•	 ABS / Rubber
•	 D.27 mm Dia.21 mm

ML106R
Rear Marker Lamp

ML106W
Front Marker Lamp

PE581
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Rear Marker Lamp

ML30R

Rear Marker Lamp

ML29R

LIGHTING
MARKER LAMPS  |  OUTLINE MARKERS

•	10 - 30 volt
•	 8 x LEDs
•	 Clear, Red Lens
•	 4 Bolt Fixing
•	 Rated IP67  |  ECE Approved
•	 L.150 mm

LED OUTLINE END MARKERS

ML71LH

ML71RH

•	 Left Hand End Marker

•	 Right Hand End Marker
IP67 RATED

WATER RESISTANT
10-30 Volt

MULTI VOLTAGE

Rear Marker Lamp

Side Marker Lamp

Side Marker Lamp

Front Marker Lamp

Side Marker Lamp

ML107R

ML29

ML30

ML107W

ML107A

2 BOLT
FIXING

2 BOLT
FIXING

2 BOLT
FIXING

2 BOLT
FIXING

2 BOLT
FIXING

LED MARKER LAMPS
•	12 - 24 volt
•	 SMD LED
•	 2 Bolt Fixing
•	 Cable Connection
•	 EMC, CE, E Approved
•	 Rated IP68
•	 ABS Plastic
•	 L.65 mm H.80 mm D.52 mm

12-24 Volt
MULTI VOLTAGE

12 Volt
MULTI VOLTAGE

12 Volt
MULTI VOLTAGE

24 Volt
MULTI VOLTAGE

24 Volt
MULTI VOLTAGE

LED SLIMLINE MARKER LAMP LED SLIMLINE MARKER LAMP

LED SLIMLINE MARKER LAMP LED SLIMLINE MARKER LAMP

•	12 volt
•	 6 x SMD LEDs
•	 2 Bolt Fixing
•	 L.99 mm H.18 mm D.24 mm

•	12 volt
•	 6 x SMD LEDs
•	 2 Bolt Fixing
•	 L.99 mm H.18 mm D.24 mm

•	24 volt
•	 6 x SMD LEDs
•	 2 Bolt Fixing
•	 L.99 mm H.18 mm D.24 mm

•	24 volt
•	 6 x SMD LEDs
•	 2 Bolt Fixing
•	 L.99 mm H.18 mm D.24 mm

IP68 RATED
WATER RESISTANT

LED OUTLINE END MARKER
ML70
•	10 - 30 volt
•	 20 x LEDs
•	 Clear, Red Lens
•	 2 Bolt Fixing
•	 Rated IP66  |  E Approved
•	 Rubber Body
•	 L.80 mm H.69 mm D.60 mm

10-30 Volt
MULTI VOLTAGE

IP66 RATED
WATER RESISTANT
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LIGHTING
OUTLINE MARKERS

E MARK
APPROVED

12 or 24
VOLT

12 or 24
VOLT

ECCO OUTLINE END MARKER
ML34
•	12 or 24 volt
•	 Bulb Options	 12v 207 
		  24v 149
•	 Clear, Red Lens 
•	 2 Bolt Fixing  |  E Approved
•	 L.95 mm H.90 mm D.85 mm

Ecco No. 428.104

E MARK
APPROVED

ECCO OUTLINE END MARKER
ML36
•	12 or 24 volt
•	 Bulb Options	12v 207 
	 	 24v 149
•	 Clear, Red Lens
•	 4 Bolt Fixing  |  E Approved
•	 L.185 mm

Ecco No. 429.100

ML68LH ML68RH
•	 Left Hand End Marker •	 Right Hand End Marker

•	12 - 24 volt
•	 3 x LEDs
•	 Clear, Red, Amber Lens
•	 4 Bolt Fixing  |  ECE Approved
•	 Rubber Body
•	 L.190 mm

ECE
APPROVED

12-24 Volt
MULTI VOLTAGE

ECCO LED OUTLINE END/SIDE 
MARKERS

Ecco No. L450.200.LMV Ecco No. L450.210.LMV

ML69LH

ML69RH

•	 Left Hand End Marker

•	 Right Hand End Marker

Ecco No. L450.300.LMV

Ecco No. L450.310.LMV

•	12 - 24 volt
•	 3 x LEDs
•	 Clear, Red, Amber Lens
•	 4 Bolt Fixing  |  ECE Approved
•	 Rubber Body
•	 L.190 mm

ECE
APPROVED

12-24 Volt
MULTI VOLTAGE

ECCO LED OUTLINE END/SIDE 
MARKERS

ML72LH

ML72RH

•	 Left Hand End Marker

•	 Right Hand End Marker

•	10 - 30 volt
•	 8 x LEDs
•	 Clear, Red Lens
•	 4 Bolt Fixing  |  Rated IP67
•	 ECE Approved
•	 L.135 mm

LED OUTLINE END MARKERS

IP67 RATED
WATER RESISTANT

10-30 Volt
MULTI VOLTAGE

ECE
APPROVED

12-24 Volt
MULTI VOLTAGE

ECCO LED OUTLINE END/SIDE 
MARKER
ML67
•	12 - 24 volt
•	 3 x LEDs
•	 Clear, Red, Amber Lens
•	 2 Bolt Fixing  |  ECE Approved
•	 Rubber Body
•	 L.76 mm H.94 mm W.35 mm

Ecco No. L450.100.LMV

E MARK
APPROVED

12 or 24
VOLT

ECCO OUTLINE END MARKER
ML35
•	12 or 24 volt
•	 Bulb Options	 12v 207 
		  24v 149
•	 Clear, Red Lens 
•	 4 Bolt Fixing  |  E Approved
•	 L.190 mm

Ecco No. 429.500
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ECE & SAE
APPROVED

TRIANGULAR REFLEX 
REFLECTOR
ML7
•	 Rear Red Reflex Reflector
•	 2 Point Screw Fixing
•	 H.140 mm L.155 mm 
	 - Fixing Centres 70 mm

2 POINT
FIXING

LIGHTING
MARKER LAMPS  |  REFLECTORS

2 BOLT
FIXING

RETRO REFLECTOR MARKERS

RETRO REFLECTOR MARKERS

•	 2 Bolt Fixing
•	 ECE, SAE Approved
•	 L.96 mm H.42 mm D.6 mm

•	 Self Adhesive Backing
•	 ECE, SAE Approved
•	 L.96 mm H.42 mm D.7 mm

ECE & SAE
APPROVED

SELF ADHESIVE
FIXING

ML104A
Side Reflex Reflector

ML104WML104R
Front Reflex ReflectorRear Reflex Reflector

ML105A
Side Reflex Reflector

ML105WML105R
Front Reflex ReflectorRear Reflex Reflector

PACK OF 10

IS YOUR HGV READY 
FOR THE NEW
DIRECT VISION 
PROGRESSIVE SAFE 
SYSTEM (PSS)

Guidance and systems for HGV 
Operators in Greater London
Page 8



01202 870860  |  info@guardianauto.co.uk  |  guardianauto.co.uk 66

LED UNIVERSAL REAR FOG LAMP

1 FUNCTION

Fog

RL27DV
•	10 - 30 volt
•	 20 x LEDs
•	 E Approved
•	 Dia. 140 mm D.85 mm

UNIVERSAL
FITTING

LIGHTING
REAR LAMPS

LED UNIVERSAL REAR LAMP

3 FUNCTIONS

Stop  |  Tail  |  DI

IP68 RATED
WATER RESISTANT

RL200
•	 30 x LEDs 

RL201
•	 28 x LEDs 

•	12 - 24 volt
•	 Cable Connection
•	 Rated IP68
•	 EMC, CE, E Approved
•	 L.102 mm H.108 mm D.56 mm

LED UNIVERSAL REAR LAMPS WITH 
NEON EFFECT SIDE LIGHT

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Number Plate UNIVERSAL
FITTING

3 FUNCTIONS

Stop  |  Tail  |  DI

RL25DV
•	10 - 30 volt
•	 20 x LEDs
•	 E Approved
•	 Dia. 140 mm D.85 mm

UNIVERSAL
FITTING

LED UNIVERSAL REAR LAMP

2 FUNCTIONS

Stop  |  Tail

RL29DV
•	10 - 30 volt
•	 20 x LEDs
•	 E Approved
•	 Dia. 140 mm D.85 mm

UNIVERSAL
FITTING

LED UNIVERSAL REAR LAMP

1 FUNCTION

Reverse

RL28DV
•	10 - 30 volt
•	 20 x LEDs
•	 E Approved
•	 Dia. 140 mm D.85 mm

UNIVERSAL
FITTING

LED UNIVERSAL REAR LAMP WITH 
INCREMENTAL INDICATOR

3 FUNCTIONS

Stop  |  Tail  |  DI

RL30DV
•	12 - 24 volt
•	 36 x LEDs
•	 Rated IP67
•	 ECE R10, EMC R10, CE, E Approved
•	 3 coloured Bezels supplied
•	 Dia. 140 mm D.85 mm

UNIVERSAL
FITTING

INCREMENTAL
INDICATOR

•	12 - 24 volt
•	 16 x LEDs
•	 Cable Connection
•	 Rated IP68
•	 EMC, CE, E Approved
•	 L.163 mm H.144 mm D.60 mm

LED REAR LAMPS WITH 
REFLEX REFLECTOR

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Reflex Reflector

RL300 - Left Hand

RL301 - Right Hand

IP68 RATED
WATER RESISTANT

NEON
EFFECT

NEON
EFFECT



LIGHTING 67

RL101
•	10 - 30 volt
•	 20 x LEDs
•	 E  Approved
•	 L.115 mm H.95 mm D.25 mm

RL107
•	10 - 30 volt
•	 88 x LEDs
•	 E Approved
•	 L.170 mm H.92 mm D.33 mm

LIGHTING
REAR LAMPS  |  WARNING LIGHTS

LED UNIVERSAL REAR LAMP

5 FUNCTIONS

Stop  |  Tail  |  DI  |  Number Plate  |  Reflex Reflector

5 FUNCTIONS

Stop  |  Tail  |  DI  |  Number Plate  |  Reflex ReflectorUNIVERSAL
FITTING

UNIVERSAL
FITTING

LED UNIVERSAL REAR LAMP

PE501
•	10 - 30 volt
•	 14 x LEDs
•	 Cable Connection
•	 Rated IP67
•	 ECE Approved
•	 L.190 mm H.50 mm D.30 mm

PEREI LED UNIVERSAL 
REAR LAMP

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Reflex Reflector UNIVERSAL
FITTING

IP67 RATED
WATER RESISTANT

RL102
•	12 - 24 volt
•	 9 x LEDs
•	 300 mm Cable Connection 
•	 Rated IP67
•	 ECE Approved
•	 L.150 mm H.80 mm D.27 mm

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Reflex Reflector UNIVERSAL
FITTING

LED UNIVERSAL GLO TRAC 
ILLUMINATION REAR LAMP

MAGNETIC
FIXING

•	 38 x LEDs
•	 30 Metre Range
•	 Rated IP65  |  EMC, CE, E, RoHS Approved
•	 USB charger  |  2600mAh Battery
•	 L.110 mm H.102 mm D.67 mm

LED WIRELESS RECHARGEABLE 
MAGNETIC TAIL LAMP KIT

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Number Plate

KIT CONTAINS

1 x LH rear light, 1 x RH rear light,

1 x transmitter, 1 x USB charging cable,

1 x 12v vehicle socket and carry case

RL199W - 12 volt

RL198W - 24 volt

RL103
•	10 - 30 volt
•	 42 x LEDs
•	 500 mm Cable Connection
•	 ECE Approved
•	 L.187 mm H.66 mm D.45 mm

ECCO LED UNIVERSAL 
REAR LAMP

5 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse 10-30 Volt
MULTI VOLTAGE

Ecco No. L9004.00.LDV

UNIVERSAL
FITTING

LED CYCLE WARNING LIGHTS

CL1

CL2

•	12 - 24 volt
•	 High powered long life LEDs  |  4 Bolt fixing
•	 Continuous illumination with additional 
	 LEDs flashing when indicator is switched on
•	 Light dimming facility
•	 Tough rubber weatherproof housing

-	 Square Branded Warning Light
	 L.245 mm H.245 mm D.36 mm

-	 Round Branded Warning Light
	 ø.231 mm D.40 mm

MANUFACTURED
IN THE UK

NEON
EFFECT

NEON
EFFECT
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LIGHTING
REAR LAMPS

LED UNIVERSAL REAR LAMP WITH 
INCREMENTAL INDICATOR
RL210
•	12 - 24 volt
•	 43 x LEDs
•	 Cable Connection
•	 Approved as OE
•	 EMC, CE, E Approved
•	 Rated IP68
•	 L.233 mm H.102 mm D.62 mm

Quality European 
Manufacturer

UNIVERSAL
FITTING

INCREMENTAL
INDICATOR

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Reflex Reflector

IP67 RATED
WATER RESISTANT

LED REAR LAMPS
•	10 - 30 volt
•	 38 x LEDs
•	 Cable Connection approx 480mm
•	 Rated IP67
•	 ECE, EMC, CE, E Approved
•	 L.252 mm H.133 mm D.33 mm

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Reflex Reflector

RL123 - Left Hand

RL124 - Right Hand

•	12 - 24 volt
•	 71 x LEDs
•	 2 Bolt  Fixing  |  Cable Connection
•	 Rated IP67 
•	 EMC, ECE, CE, E Approved
•	 L.235 mm H.110 mm D.32 mm

LED REAR LAMPS WITH INCREMENTAL INDICATOR

7 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  No. Plate  |  Reflex Reflector

RL126 - Left Hand

RL127 - Right Hand

INCREMENTAL
INDICATOR

NEON
EFFECT

NEON
EFFECT

LED UNIVERSAL REAR LAMP WITH 
INCREMENTAL INDICATOR
RL128
•	12 - 24 volt
•	 40 x SMD LEDs and Glo Trac side lamp function
•	 Cable Connection
•	 ECE R23, EMC, CE Approved
•	 Rated IP67
•	 L.284 mm H.100 mm D.35 mm

UNIVERSAL
FITTING

INCREMENTAL
INDICATOR

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Reflex Reflector NEON
EFFECT
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LIGHTING
REAR LAMPS

•	 55 x LEDs

ECCO LED UNIVERSAL REAR LAMPS

RL112

•	12 - 24 volt
•	 2 Bolt Fixing
•	 Cable Connection
•	 E Approved
•	 L.345 mm H.126 mm D.38 mm

Ecco No. L78.00.LDV

UNIVERSAL
FITTING

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Reflex Reflector

•	 59 x LEDs

RL113
Ecco No. L78.01.LDV

7 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Side Marker  |  Reflex Reflector

RL92
Ecco No. L13.01.LDV

RL93
Ecco No. L13.00.LDV

•	12 - 24 volt
•	 16 x LEDs Per Light Pod
•	 3 Bolt Fixing
•	 Cable Connection
•	 Rated IP67  |  E Approved
•	 L.330 mm H.111 mm D.60 mm

ECCO LED UNIVERSAL 
REAR POD LAMP

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog UNIVERSAL
FITTING

IP67 RATED
WATER RESISTANT

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Reverse

RL125
•	12 - 24 volt
•	 141 x LEDs
•	 Cable Connection
•	 Rated IP67
•	 ECE, EMC, CE, E, RoHS Approved
•	 L.290 mm H.107 mm D.30 mm

LED UNIVERSAL REAR LAMP WITH 
INCREMENTAL INDICATOR

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog 
Reverse  |  Reflex Reflector

IP67 RATED
WATER RESISTANT

•	10 - 30 volt
•	 62 x LEDs
•	 Cable Connection
•	 Rated IP67
•	 ECE Approved
•	 L.323 mm H.134 mm D.37 mm

PEREI LED REAR LAMPS

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Reflex Reflector

PE700 - Left Hand

PE701 - Right Hand

UNIVERSAL
FITTING

INCREMENTAL
INDICATOR

NEON
EFFECT

IP67 RATED
WATER RESISTANT

LED UNIVERSAL REAR LAMP WITH INCREMENTAL INDICATOR

UNIVERSAL
FITTING

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Reflex Reflector INCREMENTAL
INDICATOR

RL122
•	10 - 30 volt
•	 64 x LEDs
•	 2 Bolt Fixing
•	 Cable Connection
•	 ECE, E Approved
•	 Rated IP67/Friction Welded Seal
•	 L.283 mm H.100 mm D.29 mm
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IP67 RATED
WATER RESISTANT

•	24 volt
•	 90 x LEDs
•	 Cable Connection
•	 Rated IP67  |  ECE Approved
•	 L.460 mm H.160 mm D.60 mm

PEREI LED TRIANGULAR 
REAR LAMPS

6 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Triangular Reflex Reflector

PE710 - Left Hand

PE711 - Right Hand

LIGHTING
REAR LAMPS  |  LOAD RESISTORS  |  LENSES

•	24 volt

•	12 volt

ECCO LED DUMMY LOAD DEVICE

RL25DL

RL26DL

•	 Required when replacing incandescent 
	 Lamps with LED
•	 Replicates the current draw of a 21 watt bulb
•	 1 Dummy Load required for each side of 
	 the Vehicle
•	 L.87 mm H.72 mm D.30 mm

Ecco No. E07.10.24

Ecco No. E07.10.12

PEREI LED SMART LOAD RESISTOR
PE800
•	24 volt
•	 33 Ohm
•	 Supports Bulb Failure
•	 1 x Smart Load required for each 
	 side of the Vehicle
•	 L.80 mm H.45 mm D.17 mm

24
VOLT

PEREI LED LOAD RESISTOR
PE801
•	24 volt
•	 33 Ohm
•	 1 x Smart Load required for each 
	 side of the Vehicle
•	 L.76 mm H.61 mm D.19 mm

24
VOLT

RL90
•	24 volt
•	 20 x LEDs Per Light Pod
•	 2 Bolt Fixing
•	 Cable Connection 300mm
•	 Rated IP67  |  E Approved
•	 L.420 mm H.145 mm D.75 mm

ECCO LED UNIVERSAL 
REAR POD LAMP

3 FUNCTIONS

Stop  |  Tail  |  DI

Ecco No. L14.200

UNIVERSAL
FITTING

IP67 RATED
WATER RESISTANT

•	 50 watt
•	 Required when replacing incandescent Lamps with LED
•	 1 Dummy Load required for each side of the Vehicle
•	 Approx 160mm of connecting wire each side
•	 L.50 mm H.15 mm D.27 mm

12V OR 24V LOAD RESISTOR

•	12 volt

•	24 volt

RES12

RES24

RL39D

•	 L.520 mm H.140 mm D.20 mm

REAR LAMP RIBBED LENSES

UNIVERSAL
FITTING

UNIVERSAL TRANSIT STYLE 
REAR LAMP LENS

•	 E Approved
•	 Double Reflex Reflector
•	 L.362 mm H.95 mm D.58 mm

RL45L

RL47L

- Left Hand

- Right Hand

For: Mercedes | Actros
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LIGHTING
REAR LAMPS

•	 Left Hand Combination Lamp
•	 4 Bolt Fixing
•	 E Approved
•	 L.305 mm H.130 mm D.80 mm

LH REAR LAMPS (BULB)

RL36L

RL36EUL

- Lens only

- Lens only

5 FUNCTIONS

Stop  |  Tail  |  DI  |  Reverse  |  Reflex Reflector

RL36

RL36EU

- Dedicated Plug. For: Fiat  |  Iveco

- Dedicated Euro Plug. For: Fiat  |  Iveco

•	 Right Hand Combination Lamp
•	 4 Bolt Fixing
•	 E Approved
•	 L.305 mm H.130 mm D.80 mm

RH REAR LAMPS (BULB)

RL37L

RL37EUL

- Lens only

- Lens only

5 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reflex Reflector

RL37

RL37EU

- Dedicated Plug. For: Fiat | Iveco

- Dedicated Euro Plug. For: Fiat | Iveco

•	 2 Bolt Fixing
•	 Cable Grommet Entry
•	 E Approved
•	 L.350 mm H.133 mm D.85 mm

RL61 - Left Hand
Ecco No. L03.02.LB

For: Renault | DAF 
Nissan | Fruehauf 
Trailers

ECCO REAR LAMPS (BULB)

Ecco No. L03.03.LB
RL62 - Right Hand

RL61LA - Lens only 5 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse

RL1

UNIVERSAL REAR LAMP (BULB)

•	12 or 24 volt
•	 Bulb Options	 12v 380/382 
		  24v 294/241
•	 2 Bolt Fixing
•	 E Approved
•	 L.100 mm H.105 mm D.48 mm

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Number Plate UNIVERSAL
FITTING

PEREI UNIVERSAL REAR LAMP
•	12 volt
•	 Bulb Options	 12v 380/382  |  24v 241/294
•	 2 Bolt Fixing
•	 Rated IP67  |  ECE Approved
•	 Directly Replaceable with 
	 650 LED series
•	 L.205 mm H.92 mm D.60 mm

4 FUNCTIONS

Stop  |  Tail  |  DI  |  Reflex Reflector UNIVERSAL
FITTING

PE721 - Lens only

PE720 - Integrated Deutsch Connector
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•	 2 Bolt Fixing
•	 Cable connection
•	 E Approved
•	 L.470 mm H.130 mm D.95 mm

For: M.A.N | Mercedes

REAR LAMPS (BULB)

RL33LH
RL33L

RL33RH
RL33ULH RL33URH

- Left Hand

- Universal Ribbed lens

- Right Hand

- LH No Number Plate Lamp - RH No Number Plate Lamp

7 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Number Plate  |  Side Marker

For: Renault | DAF | Nissan | Fruehauf Trailers

RL61LA - Lens only

UNIVERSAL REAR LAMPS (BULB)
•	 2 Bolt Fixing
•	 E Approved
•	 L.350 mm H.133 mm D.85 mm

5 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse UNIVERSAL
FITTING

RL61UA RL62U

Ampliversal Socket

- Cable connectionEcco No. L03.06.LB

LIGHTING
REAR LAMPS

For: M.A.N | Iveco 
Scania

For: M.A.N 
Mercedes

•	 2 Bolt Fixing
•	 Schlemmer Plug
•	 E Approved
•	 L.470 mm H.130 mm D.85 mm

•	 2 Bolt Fixing
•	 Schlemmer Plug
•	 E Approved
•	 L.470 mm H.130 mm D.95 mm

REAR LAMPS (BULB) REAR LAMPS (BULB)

RL32LH RL34LH
RL32RH RL34RH

RL31L RL33L

- Left Hand - Left Hand

- Right Hand - Right Hand

- Lens only - Universal Ribbed lens

7 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Number Plate  |  Side Marker

7 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Number Plate  |  Side Marker

•	 2 Bolt Fixing
•	 Cable connection
•	 E Approved
•	 L.470 mm H.130 mm D.85 mm

For: DAF | Scania | Volvo Leyland
ERF | Foden | Seddon Atkinson

REAR LAMPS (BULB)

RL31LH
RL31L

RL31RH
RL31ULH RL31URH

- Left Hand

- Lens only

- Right Hand

- LH No Number Plate Lamp - RH No Number Plate Lamp

7 FUNCTIONS

Stop  |  Tail  |  DI  |  Fog  |  Reverse  |  Number Plate  |  Side Marker
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INT23

LED INTERIOR LIGHT

•	12 volt 
•	 22 x SMD LEDs
•	 45 Lumens
•	 On/Off Switch incorporated 
	 within the Lens
•	 White Polycarbonate Body

•	 L.95 mm W.95 mm D.20 mm
45

LUMENS
2 POINT
FIXING

LED INTERIOR LIGHT
INT21
•	10 - 30 volt
•	 40 x SMD LEDs
•	 180 Lumens
•	 Integral On/Off Switch
•	 Silver Acrylic Body

•	 L.202 mm W.131 mm D.36 mm
180

LUMENS
2 POINT
FIXING

LED TWIN FUNCTION 
INTERIOR LIGHTS

INT25

INT26

•	 56 x SMD LEDs Main Light 
	 4 x SMD Blue Nightlight LEDs
•	 Integral 3 Position 
	 On/Off/On Switch
•	 Blue Night Light Function
•	 Dia.155 mm D.27 mm

•	24 volt

•	12 volt
105

LUMENS
3 POINT
FIXING

LED INTERIOR LIGHT
INT22
•	12 volt
•	 22 x SMD LEDs
•	 60 Lumens
•	 On/Off Switch incorporated 
	 within the Lens
•	 White Polycarbonate Body
•	 L.118 mm W.106 mm D.17 mm

60
LUMENS

2 POINT
FIXING

LABCRAFT LED HIGH POWER 
MEGALUX INTERIOR LIGHT
INT37

•	 L.132 mm W.132 mm D.14 mm

•	10 - 32 volt
•	 4 x 1.25 watt CREE LEDs
•	 E Approved
•	 2 Point Fixing 
•	 Aluminium and ABS Construction

640
LUMENS

IP66 RATED
WATER RESISTANT

•	 Suitable for 
	 Refrigerated Vehicles

LIGHTING
INTERIOR LIGHTS

LABCRAFT LED MEGALUX ENVIRO PIR INTERIOR LIGHTS

INT37PIR

•	 4 x CREE LEDs
•	 PIR Sensor On/Off Switch
•	 Aluminium and ABS Construction
•	 Suitable for Refrigerated Vehicles
•	 E Approved
•	 L.132 mm W.132 mm D.14 mm

•	10 - 15 volt

INT38PIR
•	20 - 32 volt

IP66 RATED
WATER RESISTANT

350
LUMENS

2 POINT
FIXING

•	10 - 30 volt
•	 51 x SMD LEDs
•	 On/Off Switch
•	 713 Lumens
•	 Dia. 130 mm D.18 mm

IP67 RATED
WATER RESISTANT

LED INTERIOR LIGHTS
INT52

713
LUMENS

3 POINT
FIXING
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10-30V LED INTERIOR LIGHTS
Slimline 2 Point Mounted LED Interior Light with Integral On/Off Switch and Aluminium Body.

INT10DV •	 21 x SMD LEDs
•	 L.160 mm W.40 mm D.21 mm

54
LUMENS

INT11DV •	 42 x SMD LEDs
•	 L.260 mm W.40 mm D.21 mm

108
LUMENS

•	 54 x SMD LEDs
•	 L.310 mm W.40 mm D.21 mm

INT12DV
139

LUMENS

IP67 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

LED INTERIOR LIGHT LED PIR INTERIOR LIGHT
INT54 INT55
•	10 - 30 volt
•	 22 x SMD LEDs
•	 352 Lumens
•	 On/Off Switch
•	 L.160 mm W.59 mm D.12 mm

•	10 - 30 volt
•	 22 x SMD LEDs
•	 352 Lumens
•	 (PIR) Motion Detection
•	 L.160 mm W.59 mm D.12 mm

352
LUMENS

352
LUMENS

2 POINT
FIXING

2 POINT
FIXING

LIGHTING
INTERIOR LIGHTS

IP67 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

IP67 RATED
WATER RESISTANT

LED INTERIOR LIGHT

LED INTERIOR LIGHT

LED PIR INTERIOR LIGHT

LED PIR INTERIOR LIGHT

INT58

INT60

INT59

INT61

•	10 - 30 volt
•	 12 x SMD LEDs
•	 425 Lumens
•	 On/Off Switch
•	 L.136 mm W.66 mm D.18 mm

•	10 - 30 volt
•	 42 x SMD LEDs
•	 585 Lumens
•	 On/Off Switch
•	 L.186 mm W.66 mm D.18 mm

•	10 - 30 volt
•	 12 x SMD LEDs
•	 425 Lumens
•	 (PIR) Motion Detection
•	 L.136 mm W.66 mm D.18 mm

•	10 - 30 volt
•	 42 x SMD LEDs
•	 585 Lumens
•	 (PIR) Motion Detection
•	 L.186 mm W.66 mm D.18 mm

425
LUMENS

585
LUMENS

425
LUMENS

585
LUMENS

2 POINT
FIXING

2 POINT
FIXING

2 POINT
FIXING

2 POINT
FIXING
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LIGHTING
INTERIOR LIGHTS

LED ULTRA SLIM INTERIOR LIGHTS
Ultra Slim 4 Point Mounted LED Interior Light with Integral On/Off Switch, 
Aluminium / Polycarbonate Body and Opaque Lens.

INT27 •	10 - 30 volt
•	 42 x SMD LEDs
•	 L.180 mm W.90 mm D.12 mm

145
LUMENS

INT28 •	10 - 30 volt
•	 72 x SMD LEDs
•	 L.270 mm W.90 mm D.12 mm

245
LUMENS

•	10 - 30 volt
•	 108 x SMD LEDs
•	 L.374 mm W.90 mm D.12 mm

INT29
370

LUMENS

LABCRAFT LED LINEAR INTERIOR LIGHTS
•	12 volt
•	 2 Point Fixing
•	 Integral On/Off Switch
•	 L.381 mm W.78 mm D.24 mm

GKL8LED
•	 6 x CREE LEDs
•	 300 Lumens

GKL16LED
•	 12 x CREE LEDs
•	 600 Lumens

300
LUMENS

600
LUMENS

LED INTERIOR LIGHT
INT30
•	12 - 24 volt
•	 18 x LEDs
•	 360 Lumens
•	 2 Point Fixing 
•	 Integral Switch
•	 ECE R10 Approved
•	 L. 400 mm W.25 mm D.16 mm

R10
APPROVED

360
LUMENS

IP67 RATED
WATER RESISTANT

LED SCENE LIGHTS

INT62

•	10 - 30 volt
•	 2 Point Fixing
•	 On/Off Button

•	 34 x SMD LEDs
•	 143 Lumens
•	 L.200 mm W.60 mm D.34 mm

INT63

•	 60 x SMD LEDs
•	 317 Lumens
•	 L.300 mm W.60 mm D.34 mm
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•	12 volt
•	 OR12 Encased in a Tough Aluminium Housing

•	24 volt
•	 OR24 Encased in a Tough Aluminium Housing

LABCRAFT LED WEATHERPROOF 
HIGH INTENSITY STRIP LIGHTS

NE12

NE24

•	 24 x High Intensity LEDs and 192 Lumens
•	 2 Point Fixing  |  Integral On/Off Switch
•	 L.622 mm W.44 mm D.15 mm

192
LUMENS

12 or 24
VOLT

IP66 RATED
WATER RESISTANT

LIGHTING
INTERIOR LIGHTS |  ACCESSORIES

•	12 volt

•	12 volt

•	24 volt

•	24 volt

LABCRAFT 24 LED ORIZON
INTERCONNECTING INTERIOR LIGHTS

•	 24 x CREE LEDs
•	 852 lumens (per 537mm length)
•	 Rated IP66
•	 Can be connected up to a 2.5m length
•	 L.537 mm W18 mm D.11 mm

•	 48 x CREE LEDs
•	 1704 lumens (per 1037mm length)
•	 Rated IP66
•	 Can be connected up to a 5m length
•	 L.1037 mm W18 mm D.11 mm

OR12C

OR12C/1000

OR24C

OR24C/1000

•	 For use with OR12C/24C range •	 For use with OR12/24 and OR12C/24C range

LABCRAFT CONNECTOR LEADS LABCRAFT MOUNTING CLIPS

OR12SW
•	 Switched lead

ORC1
•	 Plastic End Clip
•	 Pack Size 2

OR12L
•	 Connector lead ORC2

•	 Plastic Middle Clip
•	 Pack Size 2

OR12CL
•	 Double connector lead

CONNECT
OPTION

Plastic End or Middle Clips 
available (ORC1 / ORC2)

•	12 volt

•	12 volt

•	24 volt

•	24 volt

LABCRAFT LED WEATHERPROOF 
HIGH INTENSITY INTERIOR LIGHTS

•	 24 x High Intensity LEDs
•	 192 Lumens
•	 Rated IP66
•	 L.522 mm W.18 mm D.11 mm

•	 48 x High Intensity LEDs
•	 384 Lumens
•	 Rated IP66
•	 L.1022 mm W.18 mm D.11 mm

OR12

OR12/1000

OR24

OR24/1000 Plastic End or Middle Clips 
available (ORC1 / ORC2)
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LIGHTING
LIGHTS

IP67 RATED
WATER RESISTANT

E MARK
APPROVED

1050
LUMENS

LABCRAFT LED HIGH POWER 
SCENELITE
SC1
•	10 - 32 volt
•	 6 x 2.5 watt 
	 CREE LEDs
•	 1050 Lumens
•	 2 Point Fixing
•	 Angled at 40 degrees downwards
•	 L.310 mm W.82 mm D.38 mm

•	10 - 32 volt
•	 5 x 2.5 watt CREE LEDs
•	 1420 Lumens
•	 2 Point Fixing
•	 L.230 mm W.63 mm D.50 mm

SC5B

SC5W

•	 Black

•	 White

LABCRAFT LED HIGH POWER 
SCENELITES

IP67 RATED
WATER RESISTANT

E MARK
APPROVED

1420
LUMENS

•	10 - 32 volt
•	 4 x 2.5 watt CREE LEDs
•	 1120 Lumens
•	 2 Point Fixing
•	 L.183 mm W.50 mm D.25 mm

LABCRAFT LED HIGH POWER 
SCENELITES

SC4B

SC4W

•	 Black

•	 White
IP67 RATED

WATER RESISTANT
E MARK

APPROVED
1120

LUMENS

LABCRAFT LED POWERLUX 
PIR INTERIOR
SC6PIR
•	10 - 32 volt
•	 5 x 1.4 watt CREE LEDs
•	 1100 Lumens
•	 2 Point Fixing
•	 PIR Sensor On/Off Switch
•	 L.298 mm W.100 mm D.15 mm

IP67 RATED
WATER RESISTANT

E MARK
APPROVED

1100
LUMENS

LABCRAFT LED HIGH POWER 
SUPERLUX INTERIOR LIGHT
SC3
•	10 - 32 volt
•	 2 x 2.5 watt High Power 
	 CREE LEDs
•	 568 Lumens
•	 2 Point Fixing
•	 Fully Potted Housing
•	 L.128 mm W.100 mm D.15 mm

IP67 RATED
WATER RESISTANT

E MARK
APPROVED

568
LUMENS

LABCRAFT LED MICROLUX 
INTERIOR LIGHT
SC2
•	10 - 32 volt
•	 2 x 1.25 watt High Power 
	 CREE LEDs
•	 320 Lumens
•	 2 Point Fixing
•	 Fully Potted Housing
•	 L.128 mm W.100 mm D.15 mm

IP67 RATED
WATER RESISTANT

E MARK
APPROVED

320
LUMENS

Ideal for 
Refrigerated Vehicles

LABCRAFT LED WEATHERPROOF AWNING LIGHTS

AS12

AS24

•	12 volt

•	24 volt

•	 24 x High Intensity LEDs
•	 192 Lumens
•	 2 Point Fixing 
•	 Angled light perfect for Awning and area Lighting
•	 L.592 mm W.43 mm D.30 mm 

192
LUMENS

12 or 24
VOLT

IP66 RATED
WATER RESISTANT
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LABCRAFT LED  
SCENELITE

SC10

SC11

•	 852 lumens
•	 6 Watt CREE LED
•	 ECE R10, E Approved
•	 L.202 mm W.63 mm D27 mm

•	10 - 14 volt

•	20 - 28 volt

IP67 RATED
WATER RESISTANT

R10
APPROVED

852
LUMENS

IP67 RATED
WATER RESISTANT

LED HIGH POWER SCENE LIGHT

SC13

SC14

•	9 - 32 volt
•	 Rated IP67
•	 ECE R10, CE, 
	 E Approved

•	 1600 Lumens  |  20 x OSRAM LEDs
•	 L. 231 mm W.55 mm D.48 mm

•	 2560 Lumens  |  32 x OSRAM LEDs
•	 L. 312 mm W.55 mm D.48 mm

LED HIGH POWER SCENE LIGHT
SC12
•	10 - 30 volt
•	 52 x OSRAM LEDs
•	 2296 Lumens
•	 2 Point Fixing
•	 Rated IP68
•	 CE, E Approved
•	 L. 150 mm W.40 mm D.47 mm

2296
LUMENS

IP68 RATED
WATER RESISTANT

LIGHTING
LIGHTS

LABCRAFT LED POWERLUX 
INTERIOR LIGHT
SC9
•	10 - 32 volt
•	 6 x CREE LEDs
•	 1194 lumens
•	 2 Point Fixing
•	 Rated IP67
•	 ECE R10, E Approved
•	 L.298 mm W.100 mm D.17 mm

IP67 RATED
WATER RESISTANT

R10
APPROVED

1194
LUMENS

•	 2 Point Surface Mount Fixing
•	 E Approved
•	 PIR Sensor Master On/Off Switch
•	 5 Min Operation time each time 
	 the PIR is triggered
•	 88 Degree Angle Sensor Detection
•	 L.140mm W.100mm D.20mm

LABCRAFT MASTER PIR SENSORS

PIR12

PIR24

•	10 - 15 volt

•	20 - 28 volt
2 POINT
FIXING

E MARK
APPROVED

LABCRAFT SLIMLINE PIR SENSOR
PIR
•	12 volt
•	 2 Point Fixing  |  E Approved
•	 For use with any LED Interior Light
•	 30 Second Operation time when PIR 
	 is triggered
•	 88 Degree Angle Sensor Detection
•	 L.120 mm W.44 mm D.19 mm

For use with any LED 
Interior Light

LABCRAFT LED BANKSMAN BM3 
EXTERIOR LIGHT

LABCRAFT LED HYPERLUX 
INTERIOR LIGHT

SC7 SC8
•	10 - 32 volt
•	 4 x CREE LEDs
•	 956 Lumens 
	 covering over 20m² 
•	 ECE R10, R23, E Approved
•	 L.191 mm W.78 mm D.24 mm

•	10 - 32 volt
•	 6 x CREE LEDs
•	 1872 lumens
•	 ECE R10, E Approved
•	 L.298 mm W.100 mm D.17 mm

IP67 RATED
WATER RESISTANT

R10
APPROVED

956
LUMENS

IP67 RATED
WATER RESISTANT

R10
APPROVED

1872
LUMENS
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LIGHTING
INDICATOR  |  WARNING LIGHTS

LED INDICATOR & WARNING LIGHTS (8mm)

LED INDICATOR & WARNING LIGHTS (14mm)

PART NO.

PART NO.

PART NO.

PART NO.

VOLTS

VOLTS

VOLTS

VOLTS

COLOUR

COLOUR

COLOUR

COLOUR

GWL10	 12	 Amber
GWL11	 12	 Green
GWL12	 12	 Red
GWL13	 12	 Red (Flashing)

GWL76	 12	 Blue

GWL18	 12	 Amber
GWL19	 12	 Green
GWL20	 12	 Red
GWL21	 12	 Red (Flashing)

GWL50*	 12	 Green
GWL51*	 12	 Amber 
GWL52*	 12	 Red 
GWL78	 12	 Blue

GWL14	 24	 Amber
GWL15	 24	 Green
GWL16	 24	 Red
GWL17	 24	 Red (Flashing)

GWL77	 24	 Blue

GWL22	 24	 Amber
GWL23	 24	 Green
GWL24	 24	 Red
GWL25	 24	 Red (Flashing)

GWL79	 24	 Blue

LED INDICATOR & WARNING LIGHTS (6mm)

SUPER BRIGHT, DAYLIGHT VISIBLE LED INDICATOR & 
WARNING LIGHTS (8mm)

PART NO.

PART NO.

PART NO.

PART NO.

VOLTS

VOLTS

VOLTS

VOLTS

COLOUR

COLOUR

COLOUR

COLOUR

GWL60	 12	 Amber
GWL61	 12	 Green
GWL62	 12	 Red
GWL63	 12	 Blue

GWL68	 24	 Amber
GWL69	 24	 Green

GWL64	 24	 Amber
GWL65	 24	 Green
GWL66	 24	 Red
GWL67	 24	 Blue

GWL70	 24	 Red
GWL71	 24	 Blue

Requires a 6mm hole in panel, rear screw tightening. Has 2.0mm lucar terminals  |  Gold Terminal Positive +

Requires a 8mm hole in panel, rear screw tightening. Has 3.0mm lucar terminals  |  Gold Terminal Positive +

Requires a 8mm hole in panel, rear screw tightening. Has 3.0mm lucar terminals  |  Gold Terminal Positive +

Requires a 14mm hole in panel, rear screw tightening
Has 3.0mm lucar terminals  |  Gold Terminal Positive +
*Black Chrome thread

7 mm

3
4

 m
m

9.5 mm

4
5

 m
m

9.5 mm

4
5

 m
m

16 mm

5
0

 m
m

16 mm

5
0

 m
m

SUPER BRIGHT, DAYLIGHT VISIBLE LED INDICATOR 
& WARNING LIGHTS (14mm)

PART NO. PART NO.VOLTS VOLTSCOLOUR COLOUR

GWL72	 24	 Amber
GWL73	 24	 Green

GWL74	 24	 Red
GWL75	 24	 Blue

Requires a 14mm hole in panel, rear screw tightening. Has 3.0mm lucar terminals  |  Gold Terminal Positive +
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LIGHTING
FLEXIBLE STRIPS  |  HAND LAMPS  |  LIGHTING

12 or 24 volt flexible LED strip with a high intensity LED. They come with a 3M strong adhesive backing and can therefore be fixed 
easily to any surface. Supplied pre-wired they can be cut to any required length and are rated to IP65. They are ideal for emergency, 
interior or exterior lighting.  Available on a 5 metre reel or in 1 metre strips.

Illuminated Strip

Non-Illuminated Strip

WHITE LED FLEXIBLE STRIPS

5 metre Reel
24 volt  |  5 metre reel of White LED strip
Current draw 1.5 Amps

FST4

24 volt  |  1 metre White LED strip
Current draw 0.3 Amps

FST3

12 volt  |  5 metre reel of White LED strip
Current draw 2 Amps

FST2

12 volt  |  1 metre White LED strip
Current draw 0.5 Amps

FST1

MAGNETIC
BASE

LED RETRACTABLE HAND LAMP
HL21
•	 2 watt COB LED (Main)  |  6 LED (Spot)

•	 220 Lumens
•	 Lithium Battery 1900mA 3.7v
•	 1 x Hanging Hook
•	 Shatterproof ABS
•	 3 - 4 hrs Operating Time from 
	 4 - 5 hrs Charge

MAINS & IN-CAR
CHARGER

•	 H.290 mm (Open) 
	 H.190 mm (Closed)

x3 MAGNETIC
FIXINGS

•	 4 Light modes 
•	 1 x 10 watt COB LED (Main)  |  1 x 4 watt SMD LED (Spot) 

•	 1000 Lumens (Main)  |  170 Lumens (Spot)

•	 2 x magnets in body  |  1 x magnet in base
•	 2 x fold away hooks
•	 180º folding base
•	 H.260 mm W.55 mm

LED HAND LAMP
HL58

1800
FOLDING BASE

•	 1 x 7 watt COB LED (Main)  |  1 x 3 watt SMD LED (Spot) 
•	 750 Lumens (Main)  |  120 Lumens  (Spot)

•	 Stepless dimmer switch
•	 1 x magnet in body  |  1 x magnet & hook in swivel base
•	 360º swivel base  |  42º lean angle
•	 Up to 30hrs run time  |  Charge time 4 hrs
•	 H.384 mm W.40 mm (Base)  H.20 mm (Tip)

LED INSPECTION LAMP
HL59

UP TO 30 HRS
RUN TIME

x2 MAGNETIC
FIXINGS

OSRAM LED ROAD FLARE
OS302
•	 Visible up to 240 metres
•	 16 LEDs - 4 White and 12 Amber
•	 3 Modes - Amber Flash, Amber all on, 
	 Torch Function
•	 Magnetic  |  Hook
•	 3 x AAA Batteries included

MAGNETIC
FIXING

LED HEAD TORCH
HT5
•	 Super Bright COB LED
•	 Light Modes - High, Low and Strobe Beam
•	 CE Approved  |  Water Resistant
•	 Beam distance up to 20 metres
•	 Operating Time - 4 hrs high beam  |  12 hrs low beam

150
LUMENS

USB & MAINS
CHARGING

•	 6000 lumens
•	 90º adjustable LED panels
•	 Quick and easy installation - Mains powered
•	 Energy efficient - only 60w
•	 600% more light than standard 60w bulb
•	 W.260 mm (Open)

•	 Screw Fitting
•	 H.125 mm

•	 Bayonet Fitting
•	 H.153 mm

HIGH BRIGHT 6000

NE0001

NE0001/BC
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•	6 Light Modes 
•	 2000 lumens
•	 Fully dimmable 
•	 Water and impact resistant
•	 4,000mAh power bank
•	 USB-C charging cable included 
•	 Rotating magnetic handles

•	 W. 160mm H. 210mm  |  125mm (Closed) 
	 D. 37mm  |  45mm (Closed)

•	Compact keyring flashlight
•	 100 lumens 
•	 Twist to activate
•	 Keyring loop
•	 Aircraft-grade aluminium
•	 Waterproof and impact-resistant
•	 Powered by 1x  AAA Alkaline battery
•	 H. 74 mm W. 18 mm

•	6 Light Modes 
•	 3000 lumens
•	 Fully dimmable 
•	 Water and impact resistant
•	 4,000mAh power bank
•	 Tripod Mount
•	 Rotating magnetic handle
•	 Non-slip rubber coating
•	 W. 136mm H.178mm  |  117mm (Folded) 
	 D. 45mm  |  50mm (Folded)

•	5 Light Modes
•	 2000 lumens
•	 Water and impact resistant
•	 Powerful magnetic base 
•	 Removable steel belt/pocket clip
•	 MagDock USB charging
•	 H.110 mm D. 27mm

NE0015

NE1003

NE1008

NE1006

OMNI 2K

COLUMBO KEYCHAIN

OMNI 3K

TORCHY 2K

•	 1000 lumens •	 1500 lumens

•	5 Light Modes 
•	 Fully dimmable  |  Water resistant
•	 USB-C charging cable included 
•	 Flex-power rechargeable battery (included) or 2x CR123A batteries

NE0007 NE0008

EINSTEIN FLEX

EINSTEIN 1000 EINSTEIN 1500

•	5 Light Modes 
•	 12000 lumens 
•	 USB power bank
•	 2x adjustable zoom 
•	 Water (IP67) and dust proof
•	 USB-C rechargeable
•	 H. 281mm D. 63mm

•	5 Light Modes
•	 18000 lumens
•	 USB power bank
•	 2x adjustable zoom
•	 Waterproof (IP67) and 
	 impact-resistant
•	 USB-C rechargeable
•	 H. 365 mm D. 68 mm

12K DAVINCI 18000

NE1007 NE101512000
LUMENS

18000
LUMENS
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•	4 Light Modes 
•	 600 lumens 
•	 Water and impact-resistant (IPX7)
•	 Steel pocket clip with hanging hole
•	 Powerful magnetic base
•	 USB-C rechargeable
•	 H. 220 mm W. 25 mm D. 32 mm

•	4 Light Modes 
•	 500 lumens
•	 Fully dimmable 
•	 Water and impact-resistant 
•	 Steel belt/pocket clip 
•	 Powerful magnetic base
•	 Powered by 3 AA batteries (included)
•	 H.197 mm W.25 mm D.32 mm

•	3 Light Modes 
•	 300 lumens
•	 Fully dimmable
•	 Fully rechargeable
•	 Water and impact resistant 
•	 Belt/pocket clip
•	 Powerful magnetic base
•	 Micro USB-C rechargeable
•	 H.175 mm D.19 mm

•	4 Light Modes 
•	 600 lumens 
•	 Water and impact-resistant (IPX4)
•	 Steel pocket clip with hanging hole
•	 Powerful magnetic base
•	 Powered by 3 AA batteries (included)
•	 H. 197 mm W. 25 mm D. 32 mm

NE1033

NE6737

NE6868

NE1041

BIG LARRY PRO+

BIG LARRY 2

LARRY TRIO

LUXTREME SL75R

BIG LARRY 3

AVAILABLE COLOURS 
Red       Storm Grey

AVAILABLE COLOURS 
Storm Blue        Black

•	3 Light Modes
•	 250 lumens
•	 Water (IPX3) and impact-resistant
•	 Steel clip
•	 Powerful magnetic base
•	 Powered by 3 AAA batteries (included)
•	 Flex-Fuel allows operation with just 2 AAA
•	 H.151 mm  D. 15 mm

NE6373

LIL LARRY

AVAILABLE COLOURS 
Silver       Red       Black *Colour can not be guaranteed *Colour can not be guaranteed 

*Colour can not be guaranteed 

•	3 Light Modes
•	 780 lumens
•	 3/4 mile beam spotlight
•	 Tripod mountable
•	 Powerful magnetic base
•	 USB-C rechargeable
•	 Water (IP67) and impact resistant 
•	 H.205 mm W.120 mm D.60 mm

NESL75

•	4 Light Modes
•	 250 lumens
•	 6x adjustable zoom
•	 Water and impact-resistant
•	 Powerful magnetic base
•	 Flex-power rechargeable battery 
	 or 1x AA battery
•	 H. 107mm  |  119mm (Extended)
•	 D. 29mm (Head)  |  20mm (Barrel)

NE6700

REDLINE FLEX
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•	7 Light Modes 
•	 2000 lumens
•	 Fully dimmable 
•	 Water (IP67) and dust proof
•	 Powerful magnetic base 
•	 4x adjustable zoom
•	 USB-C rechargeable
•	 H.190 mm  |  244 mm (Extended)

•	3 Light Modes 
•	 Jumper cables 
•	 1500A Jump start port
•	 120psi Air compressor
•	 Air hose extension
•	 Air nozzle kit
•	 12v Car charger
•	 L. 251 mm W. 124 mm H. 46 mm

Flameless  |  Fuel-free  |  Rechargeable

•	 Retractable, flexible neck igniter
•	 Wind-proof up to 80 MPH
•	 300+ ignitions on a single charge
•	 Protective locking cover
•	 USB-C Rechargeable
•	 H. 84 mm (closed)  W. 49 mm  D. 18 mm

•	USB-C Rechargeable
•	Power Bank
•	Warms to 140ºF - 60ºC

•	Use all day then dispose of easily
•	10+ hours of safe natural heat
•	Warms to 124ºF - 51ºC
•	Air-activated  |  Odourless
•	3 year shelf life
•	x2 per pack
•	x40 packs per box

•	2 Light Modes  |  Red laser pointer  
•	 700 lumens
•	 Power bank
•	 Detachable magnetic clip
•	 Magnetic base
•	 Collapsible hanging hook
•	 Water and impact-resistant
•	 Micro USB to USB charging cable included
•	 H.115 mm W.46 mm D.35 mm

NE1004

NE0004

TRU1001

TH0017 TH0005

NE6859

SLYDE KING 2K

ASSIST AIR

PLASMA LIGHTER

JUMP STARTER
DIGITAL AIR COMPRESSOR

POWER PACK
FLOODLIGHT 

SLIM +

DISPOSABLE 
HAND WARMERS

RECHARGEABLE 
HAND WARMER

Part of the 
NEBO family

Part of the 
NEBO family
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WE STOCK THE FULL RANGE OF NEBO & TRUE UTILITY 
LIGHTS AND TOOLS  ask us for a brochure 




